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1 EXECUTIVE SUMMARY 

This Western Riverside County Multiple Species Habitat Conservation Plan (MSHCP) 
Determination of Biologically Equivalent or Superior Preservation (DBESP) report 
demonstrates that the mitigation proposed for impacts to four ephemeral waterways, 
including Potrero Creek, and a human-created ditch, present on the proposed 2nd Street 
Improvement project (Project) will provide a biologically equivalent or superior resource. 
Potential MSHCP Section 6.1.2 resources were assessed within 100-feet of the 2nd Street 
Right-of-Way (RW). Two of the ephemeral features on the Project, designated as 
Features A and B, are the result of storm runoff from roadways and railroads and totaled 
0.82-acre. Feature D was observed to be a human-made earthen ditch for storm water 
runoff and totaled 0.06-acre. Potrero Creek, designated as Feature C, was observed to 
be ephemeral, although it is designated as a United States Geological Survey (USGS) 
blue line intermittent stream on the Beaumont 7.5 Minute USGS California Quadrangle. 
Feature C was located on the eastern end of the project and totaled 0.30-acre.  

The City of Beaumont (City) is the Permittee of the MSHCP, Lead Agency for the 
California Environmental Quality Act (CEQA), and the Applicant for this Project as 2nd 
Street is a public works project. Based on the grading footprint and RW alignment, the 
Project will permanently impact 0.30-acre of ephemeral Riverine habitat in Features A 
and B by installing culverts, and temporarily impact 0.03-acre of ephemeral Riverine 
habitat in Feature C through minor grading activities. Based on these total impacts, the 
City will purchase offsite mitigation credits totaling 0.96-acre, a 3:1 mitigation to impact 
ratio for permanent impacts and 2:1 mitigation to impact ratio for the temporary impacts. 
The City will purchase Permittee Responsible credits at the Wilson Creek Habitat 
Restoration Plan (WCHRP) site in Aguanga, California to offset said impacts. This 
mitigation would provide a superior resource for MSHCP Covered Species in perpetuity 
by enhancing and restoring this portion of Wilson Creek through the planting of the 
appropriate native species. The WCHRP has been approved as a Permittee Responsible 
mitigation site since 2011. It totals 19.4-acres of streambed habitat where 100% of the 
tamarisk (Tamarix ramosissima) was already removed in 2011 and has been managed 
since to ensure tamarisk would not reestablish. Individual conservation easements are 
sold on a project-by-project basis within the 19.4-acre area. 
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2 INTRODUCTION  

2.1 Project Area 

The Assessment Area was located in Beaumont, Riverside County, California, west of 
the existing 2nd Street between 1st Street and I-10 and east of Pennsylvania Avenue, 
approximately 0.2-mile aerial mile south/southeast of the Pennsylvania Avenue and I-10 
intersection. Figure 1 - Regional Map (Page 3) and Figure 2 - Vicinity Map (Page 4) depict 
the location of the Assessment Area. The project resides outside of a Western Riverside 
County MSHCP criterial cell.  

The Project was geographically located in Township 3 South, Range 1 West, Sections 10 
and 11 of the Beaumont 7.5 Minute USGS California Quadrangle as depicted by Figure 
3 - USGS Topographic Map (Page 5). The Universal Transverse Mercator (UTM) 
coordinates of the approximate center of the Project was Zone 11; 503,526-meters East; 
3,753,648-meters North; North American Datum 1983 (NAD83). 

2.2 Project Description 

The City plans to alleviate traffic congestion on 1st Street between Highland Springs and 
Pennsylvania Avenue by extending 2nd Street, from the westerly boundary of the Home 
Depot shopping center to the proposed intersection at Pennsylvania Avenue. The 
improvements include widening and extending 2nd Street approximately 2,518-feet from 
the current terminus at the westerly boundary of First Street Self and RV Storage, to 
Pennsylvania Avenue. The Project site is relatively flat with elevations ranging from 2,576 
feet to 2,593 feet above mean sea level (msl). This Project also entails widening 2nd Street 
approximately 862-lineal feet and extending it lineal 1,663-feet from its current terminus 
to the westerly boundary of the Home Depot shopping center. The Project will require 
construction of a new storm drain facility and may require improvements to existing 
drainage. The total potential disturbed Project site area is approximately 5.08 acres. The 
site is bounded by commercial uses on the east end and to southeast and by vacant land 
on the north, west, and southwest. The General Plan land use and zoning designations 
of the adjacent land uses are Industrial. 

The new roadway will be an extension of the existing E. 2nd Street on the west boundary 
of the Home Depot shopping center to the proposed intersection at Pennsylvania Avenue. 
The new roadway and related improvements will provide safe and ready access to the 
commercial development for both pedestrians and vehicles from the west. The roadway 
will be designed to cross over the existing drainage culvert and have new culverts for the 
water crossings on the west side of the Project site. The new culverts will convey the  
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anticipated water flows based on the requirements set forth by the City and the Riverside 
County Flood Control and Water Conservation District (RCFCWCD). In addition, the 
Project will have an effective signage and striping plan for the planned phasing as well as 
any detour plans needed during construction to minimize the effects on local drivers or 
pedestrians. 

There is also a proposed Pennsylvania Avenue Improvement Project that will widen the 
existing Pennsylvania Avenue from 1st Street to 6th Street (just west of the proposed 
Project). This improvement project will include new curb and gutter, a raised median, 
cross culvert extensions, and improvements at 6th Street intersection. The Pennsylvania 
project lies to the west of the proposed E. 2nd Street Improvement Project. An additional 
capital works project is currently being planned to expand the Pennsylvania Avenue 
interchange including a new westbound on-ramp and eastbound off-ramp to the I-10 
Freeway just south of the site. These improvements depend on Caltrans and timing has 
not yet been determined. 

2nd Street is classified as a major roadway in the City’s General Plan Mobility Element. 
The proposed Project will build within the existing right-of-way for a major roadway; 
however, this Project will be an interim improvement built to secondary roadway 
standards. The proposed road cross section allows the south-half to meet the curb 
alignment for a Major (38’) while the north-half will need to be widened in the future (at 
developer’s expense) to complete the Major section – this future improvement is not 
included as part of this proposed Project. The interim condition is essentially a secondary 
road but shifted from centerline. 

The Project area (i.e., grading footprint) was based on an AutoCAD file prepared by the 
Project’s civil engineer Cozad & Fox that was converted for GIS use. According to the 
AutoCAD file, the grading associated with the Project will total 5.08-acres (221,274.37-
square feet [SqFt]) with a total length of 2,518-linear feet.  

MSHCP field assessments were conducted in 2020 and 2021 prior to the Project’s 
grading footprint being developed. Due to this, the 2nd Street RW (6.44-acres) was used 
as a baseline and generated two assessment buffers using GIS. Narrow Endemic Plant 
Species (NEPS) habitat assessment, MSHCP Section 6.1.2 water resource field/habitat 
assessments and vegetation communities/land covers were assessed within the RW and 
100-feet of the RW (20.52-acres). BUOW and MSHCP Section 6.1.2 riparian bird species 
were assessed within the RW and 500-feet of the RW (91.61-acres). 
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Figure 4 – Project Area (Page 8) and the site plan attached in Appendix A depict the 
above-described areas. 

2.3 Existing Conditions 

The Project was located in the western end of the San Gorgonio Pass approximately one 
aerial mile north of the foothills of the San Jacinto Mountains. The San Bernardino 
Mountains were located approximately 4.0-aerial miles north of the Project. Primary land 
uses around the Project included urban areas, vacant lots, and some agriculture. 

The Project site is composed of an existing road, E. 2nd Street. Currently, there are both 
vehicular and pedestrian traffic travels on 1st Street to Commerce Way. Around the project 
location, there are existing commercial developments as well as undeveloped parcels of 
land. To the north of the proposed project location, lies a major highway, the I-10 Freeway. 
In the near north, of the proposed street improvement project lies the commercial 
development with a Home Depot and a Walmart Supercenter as the biggest 
establishments. To the south of the proposed project location lies a Kohl’s as well as a 
storage facility. To the west of the undeveloped E. 2nd Street, there are large and vacant 
dirt parcels of land that lead up to Pennsylvania Avenue. 

The Project was located within the central-eastern portion of the Santa Ana Watershed 
(HUC6 180702) within the following sub-watersheds: northern portion of the San Jacinto 
Watershed (HUC8 18070202), in the northern portion of the Middle San Jacinto River 
Watershed (HUC10 1807020202), in the northern portion of the Potrero Creek Watershed 
(HUC12 180702020201). Figure 5 – Watershed Location (Page 9) depicts the Project’s 
location within each of these Hydrologic Units. 

According to the United States Department of Agriculture (USDA) Natural Resources 
Conservation Service (NRCS) Web Soil Survey (United States Department of Agriculture 
Natural Resources Conservation Service, 2021), the Project consisted of five soil series 
as depicted by Figure 6 – NRCS Soils (Page 10). A brief description, as described by the 
NRCS, is presented within the Jurisdictional Delineation included as Appendix B. No 
hydric, clay, or saline-alkali soils series were present on the Project. 

In accordance with the California Department of Fish and Wildlife’s (CDFW) Vegetation 
Classification and Mapping Program (VegCAMP) List of Vegetation Alliances and 
Associations (Natural Communities List) (California Department of Fish and Wildlife, 
2021) and A Manual of California Vegetation, three vegetation communities and land 
covers were observed and mapped within the Project Area.  
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Figure 7 – Vegetation Communities/Land Covers (Page 12) depicts the distribution across 
the Project. Please refer to the Jurisdictional Delineation, attached as Appendix B, for 
more details. 

3 RIPARIAN/RIVERINE MITIGATION (SECTION 6.1.2) 

Section 6.1.2 Protection of Species Associated with Riparian/Riverine Areas and Vernal 
Pools (MSHCP Section 6.1.2) of the MSHCP requires all private and public projects under 
the jurisdiction of the MSHCP that are proposing a land use change/applying for a 
discretionary permit to conduct a MSHCP Section 6.1.2 assessment. This includes a 
habitat assessment for Riparian/Riverine Areas, Vernal Pools, three fairy shrimp species; 
1) Riverside fairy shrimp (Streptocephalus woottoni) (RFS), 2) vernal pool fairy shrimp 
(Branchinecta lynchi) (VPFS), and 3) Santa Rosa Plateau fairy shrimp (Linderiella 
santarosae) (SRPFS), and three bird species; 1) Least Bell’s Vireo (Vireo bellii pusillus) 
LBVI, 2) Southwestern Willow Flycatcher (Empidonax traillii extimus) (SWFL), and 3) 
Western Distinct Population Segment (DPS) Yellow-billed Cuckoo (Coccyzus 
americanus) (YBCU). If the assessment identifies suitable habitat for any of the six-
species associated with Riparian/Riverine Areas and Vernal Pools listed above, and the 
proposed project design does not incorporate avoidance of the identified habitat, focused 
surveys would be required, and avoidance and minimization measures will be 
implemented in accordance with the MSHCP’s species-specific objectives for these 
species. 

According to MSHCP Section 6.1.2: 

Riparian/Riverine Areas are lands which contain Habitat dominated by tress 
[trees], shrubs, persistent emergents, or emergent mosses and lichens, 
which occur close to or which depend upon soil moisture from a nearby 
fresh water source; or areas with fresh water flow during all or a portion of 
the year. 

3.1 Methods 

Prior to initiating the field assessment, a review and analysis of the Beaumont 7.5 Minute 
USGS California Quadrangle, historic aerial photography from Historic Aerials online 
(Historic Aerials by Netronline, 2021) and Google Earth, and the U. S. Fish and Wildlife 
Service (USFWS) National Wetland Inventory (NWI). Site-specific topographic data 
obtained from the Project’s engineer, Cozad & Fox, was also utilized as the primary 
baseline source. 
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A query of both the California Natural Diversity Database (CNDDB) and the USFWS 
Carlsbad Fish and Wildlife Office (CFWO) “Species Occurrence Data” GIS data was also 
conducted to determine if the three-targeted fairy shrimp and/or three-targeted bird 
species listed above in Section 5.0 have been documented within five miles of the Project. 
The Cornell Lab of Ornithology’s eBird Hotspots (The Cornell Lab of Ornithology, 2021) 
was also referenced. 

A potential Riparian/Riverine Area is walked and mapped with Collector, recording a 
vertex for every two feet traveled, as either a polyline and/or polygon depending on the 
habitat type (i.e., Riparian vs. Riverine) and the width of the feature1. The jurisdictional 
extent of a Riparian/Riverine Area is typically the dripline2  of the riparian vegetation 
associated with the water feature, if present, or the top of the streambank in the absence 
of riparian vegetation3. Data collected while walking the potential Riparian/Riverine Area 
includes characteristics and functions such as hydrology, soils/substrates, dominant plant 
species/vegetation community, biological functions and values, presence/absence 
regarding the species listed in MSHCP Section 6.1.2, habitat suitability for LBVI, SWFL, 
YBCU, RFS, VPFS, SRPFS, and whether the feature contributes to downstream 
resources for MSHCP Section 6.1.2 species and/or MSHCP Conservation Areas. 

Biologists Tim Searl and Arthur Davenport conducted the MSHCP Section 6.1.2 
assessment following the guidelines described above on July 20, 2020. A follow-up 
assessment was conducted by biologists Tim Searl and Garret Fox on July 29, 2020. 
Potential MSHCP Section 6.1.2 resources were mapped in the field with Collector4. The 
Collector data collection was setup to record a vertex for every two feet traveled while 
recording a polyline or a polygon feature which was dependent on the width of the feature. 
Any feature ≤ to three feet in width, or lacking a discernable bed and bank (i.e., erosional 
gullies) or riparian vegetation, the centerline was mapped as a polyline and given a mean 
width. The feature was then calculated and depicted in ArcGIS by utilizing the Buffer tool 
to represent the mean width. Culvert locations were also recorded in the field with 
Collector with the Buffer tool in ArcGIS utilized to calculate the width. 

 

1 Any feature ≤ to three feet in width, or lacking a discernable bed and bank, is mapped as a polyline, and given a 
mean width. The feature is then calculated and depicted in ArcGIS by utilizing the Buffer tool to represent the mean 
width. 
2 The area defined by the outermost circumference of a tree canopy where water drips from and onto the ground. 
3 The jurisdictional limits of a Riparian/Riverine Area generally coincide with that of CDFW 1600 streambeds. Though 
if a feature lacks riparian vegetation, a Riparian/Riverine Area must contribute to downstream resources to meet the 
criteria, unlike CDFW 1600 streambeds where CDFW may potentially assert jurisdiction over isolated streambeds 
regardless of it being vegetated or unvegetated. 
4 Horizontal accuracy of the GPS during data collection ranged from 30 to 60 centimeters (1-2 feet). 
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Marginally suitable LBVI habitat was observed within 500-feet of the Project but not within 
the Project/RW. A protocol-level survey for the presence/absence of LBVI was conducted 
in 2021; the results were negative. No Project impacts will occur to riparian birds. Suitable 
habitat for SWFL and YBCU was absent within the Project/RW and 500-feet of the 
Project/RW. 

No vernal pools or habitat that would support vernal pools were observed within the 
Project Area during the site assessment; therefore, no focused surveys for vernal pool 
fairy shrimp were conducted.  

3.2 Results/Impacts 

Field personnel identified and mapped four features that potentially meet the criteria of a 
MSHCP Section 6.1.2 Riparian/Riverine Area; this included four ephemeral waterways, 
including Potrero Creek, and a human-created ditch. No wetland features were observed 
within the Project. Figure 8 – Potential MSHCP Section 6.1.2 Riparian/Riverine Areas 
(Page 15) depicts the location of Features A, B, C, and D on the Project. Based on the 
grading footprint and RW alignment, the Project will potentially permanently impact 0.30-
acre of ephemeral Riverine habitat in Features A and B by placing culverts, and 
temporarily impact 0.03-acre of ephemeral Riverine habitat in Feature C through grading 
activities.  

Feature A 
This feature was a deeply incised gully and the result of storm runoff from Pennsylvania 
Avenue. A vertical drainpipe was located in the shoulder on the west side of Pennsylvania 
Avenue and was connected to a 5-foot-wide cement culvert that discharged on the 
eastside where Feature A originated. No drainage course was present on the westside 
indicating that all the flow originated from road runoff during storm events. Feature A 
primarily consisted of ruderal habitat with non-native, weedy vegetation such as red 
brome (Bromus rubens), ripgut grass (Bromus diandrus), slender wild oat (Avena 
barbata), and wall barley (Hordeum murinum) dominant. Some native upland vegetation 
was present, with the majority occurring on the banks, and included interior goldenbush 
(Ericameria linearifolia) and California buckwheat (Eriogonum fasciculatum). No riparian 
vegetation was present. As noted above, Feature A was a deeply incised gully with an 
approximate depth of 20-feet from the bed of the channel to the top of the bank at some 
of its deepest locations. Soils throughout primarily consisted of coarse sandy loams. 
Feature A converged with Feature B downstream of the Assessment Area. Feature A 
would be expected to be subject to MSHCP Section 6.1.2 Riparian/Riverine Areas’ 
policies. 



<Double-click here to enter title>

FIGURE 8
Potential MSHCP Section 6.1.2
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Feature B 

Feature B was similar to Feature A in that it was a deeply incised gully and possibly the 
result of storm runoff from Pennsylvania Avenue and the Union Pacific Railroad (UPR) 
located to the north. Two drainages converged approximately 110-feet north of the 100-
foot assessment area. Feature B primarily consisted of ruderal habitat with non-native, 
weedy vegetation such as red brome, ripgut grass, slender wild oat, and wall barley 
dominant. Some native upland vegetation was present, with the majority occurring on the 
banks, and included interior goldenbush and California buckwheat. No riparian vegetation 
was present within the 100-foot assessment area; however, a patch of black willow was 
present to the northwest and a patch of arroyo willow was present to the south. As noted 
above, Feature B was a deeply incised gully with an approximate depth of 30-feet from 
the bed of the channel to the top of the bank at some of its deepest locations. Soils 
throughout primarily consisted of Terrace Escarpments and coarse sandy loams. Feature 
B would be expected to be subject to MSHCP Section 6.1.2 Riparian/Riverine Areas’ 
policies. 

Feature C (Potrero Creek) 

Potrero Creek, a USGS-designated intermittent stream (i.e., blueline), was present in the 
eastern end of the 100-foot assessment area. The headwaters were located 
approximately 2.0-miles north according to the USGS Topographic Map. The headwaters 
were located in an area that has since been developed, and according to aerial 
photography, enters a series of human-created channels and underground storm drain 
systems before ultimately discharging from a culvert located beneath I-10 and the UPR 
approximately 900-feet north of the 100-foot assessment area.  

The ephemeral drainage was divided by a box culvert with three cement culverts located 
under a paved portion of 2nd Street within the 100-foot assessment area. The two outside 
culverts measured 5-feet in width and the center culvert measured 3-feet. The entirety of 
Potrero Creek upstream of 2nd Street consisted of upland habitat with a homogenous 
stand of California buckwheat in the upstream end north of the 100-foot assessment area 
then transitioned to ruderal habitat with non-native, weedy vegetation such as red brome, 
ripgut grass, slender wild oat, and wall barley dominant. A single, large blue gum 
(Eucalyptus globulus) was present near 2nd Street. Some native upland vegetation was 
present, with the majority occurring on the banks, and consisted almost entirely of 
California buckwheat. Feature C consisted of a narrow channel with an approximate 
depth of 10-feet from the bed of the channel to the top of the bank at some of its deepest 
locations north of 2nd Street. Soils throughout primarily consisted of coarse sandy loams.  
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Potrero Creek downstream of 2nd Street included a mix of sparsely distributed willow 
species mixed with several non-native trees and included a mix of sparsely distributed 
willow species, which included narrow-leaved willow [sandbar willow] (Salix exigua), 
arroyo willow (Salix lasiolepis), black willow (Salix gooddingii), and red willow (Salix 
laevigata). Mule fat was also present. Although the riparian plant diversity was high, 
species richness was low throughout the area. The habitat was also mixed with several 
non-native trees, such as Chinese elm (Ulmus parvifolia), Shamel ash (Fraxinus uhdei), 
and tree-of-heaven (Ailanthus altissima). Tamarisk was also present. 

Feature C would be expected to be subject to MSHCP Section 6.1.2 Riparian/Riverine 
Areas’ policies. 

Feature D 

Feature D was a human-created earthen ditch with a few concrete trapezoid aprons that 
totaled approximately 560-feet in length including the areas outside of the Assessment 
Area. The feature received surface flow from the commercial center to the east via 
drainage grates near the curb. Feature D was also irrigated via pop-up sprinklers. The 
feature supported a few, scattered black willow and generally lacked an understory 
though a few mule fat were present. Most of the ditch consisted of non-native, weedy 
vegetation. Trash was prevalent throughout the ditch and was likely the result of being 
located adjacent to a commercial parking lot. The downstream terminus of the ditch was 
near 2nd Street. A large, vertical drainpipe was present at the terminus where ephemeral 
flow entered the underground drainage system. Feature D may be subject to MSHCP 
Section 6.1.2 Riparian/Riverine Areas’ policies. 

3.3 Mitigation and Equivalency 

3.3.1 Direct Effects 

The Project, as currently designed, will have permanent impacts to Features A and B 
through the installation of culverts, and temporary impacts to Feature C with only minor 
grading proposed and no permanent structures or hardscape in that area. There are no 
conserved habitats or planning area species within or adjacent to the Project Area; 
therefore, no direct effects are anticipated. In addition, there are no MSHCP 6.1.2 
conservation areas supporting the covered species within, or immediately adjacent to the 
Project and thus no direct effects are anticipated. 

All Project impacts will be mitigated using an approved mitigation mechanism. Initially 
Project impacts were to be proposed through the purchase of credits through the 
Riverpark Mitigation Bank (Riverpark) located in the San Jacinto Valley; however, it was 
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recently learned that Riverpark does not currently have available credits. Therefore, the 
Project will mitigate impacts at The Wilson Creek Land Company Habitat Restoration Plan 
(WCHRP) located in Aguanga, CA which is an approved Permittee Responsible 
mitigation mechanism offering compensatory mitigation impacts to agency jurisdiction, 
and therefore, MSHCP Riparian/Riverine Areas. The Project is within the service area for 
this WCHRP, and credits are currently available to restore lands within the WCHRP. The 
Habitat Restoration Plan for Wilson Creek prepared by PCR Services is included in 
Appendix C further detailing restoration efforts and goals, and thus further demonstrating 
how the purchase of credits will provide a biologically superior resource. 

Compensatory mitigation credits are available for riverine habitat impacts, which are in-
kind as compared to Project Riverine impacts. The Applicant will be providing funding to 
the WCHRP to restore Riparian/Riverine habitat. The Project will permanently impact 
0.30-acre of ephemeral Riverine habitat in Features A and B by installing culverts, and 
temporarily impact 0.03-acre of ephemeral Riverine habitat in Feature C through minor 
grading activities. Based on these potential impacts, the City will purchase offsite 
mitigation credits totaling 0.96-acre, a 3:1 mitigation to impact ratio for permanent impacts 
and 2:1 mitigation to impact ratio for the temporary impacts. The City will purchase 
Permittee Responsible credits of Riparian/Riverine habitat for re-
establishment/restoration at the WCHRP. Once the mitigation credits are purchased, the 
WCHRP will provide greater acreage, habitat function, and wildlife connectivity as 
compared to the preservation of Project resources. Mitigation at the WCHRP will be 
biologically superior as compared to the preservation of the three ephemeral features 
located within the Project.  

It should be noted that there will be no loss in connectivity associated with downstream 
resources once the onsite ephemeral features are impacted as the project scope includes 
the installation of culverts that will allow flows to continue. Likewise, wildlife will still have 
access to these features downstream via adjacent properties. 

3.3.2 Indirect Effects 

The proposed Project is consistent with the MSHCP as all direct and indirect impacts will 
be mitigated utilizing an approved mitigation mechanism. In addition to purchasing 
mitigation credits, the following avoidance and minimization measures will ensure there 
are no indirect effects as a result of the Project. 
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Edge Treatments 

The Project is not immediately adjacent to a MSHCP Conservation Area and will not have 
significant indirect impacts to conserved lands under the MSHCP. 

Landscaping 

The Project will provide landscaping plans that will utilize native or non-invasive species 
to prevent the spread of noxious and/or invasive species to surrounding habitat. 

Elevation Difference 

The Project area is relatively level; there will be no significant elevation difference around 
its edges following the construction of the development plan. Additionally, the Project is 
not adjacent to any MSHCP Conservation Areas that could be impacted by elevation 
changes as a result of grading. 

Noise 

Noise levels will increase during Project development, but not beyond levels consistent 
with residential standards which could indirectly impact LBVI, BUOW or nesting birds that 
may occupy the surrounding habitat. To avoid potential indirect impacts to LBVI, BUOW 
and nesting birds with respect to noise, the Project will comply with all City requirements 
pertaining to noise and traffic standards. If nesting bird season cannot be avoided, a 
preconstruction clearance survey for nesting birds will be conducted. In the event nesting 
birds are observed, an avoidance buffer will be established, and an approved biologist 
will monitor the nest until the young fledge or the nest becomes inactive. As a result of 
these measures, the project will not have a significant impact on nesting birds due to 
noise levels. 

Avoidance and Minimization Measures 

Standard Best Management Practices (BMP) as included in Volume I, Appendix C of the 
MSHCP will be implemented during Project activities. BMPs to be utilized include the 
following: 

• Prior to grading activities, a training session by a qualified biologist will be 
conducted to inform all project construction personnel of sensitive resources on 
the project site and measures that must be implemented to conserve species of 
concern. 
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• Construction equipment storage, fueling, and staging areas will be located in areas 
of minimal disturbance to open space habitat and away from drainages or 
streambeds. 

• Trash and debris will be contained in covered containers and removed from the 
site in regular waste removal cycles. 

• Construction employee parking and break time activities will occur within the 
development footprint and not encroach into native or natural areas. 

• Feeding of wildlife will be prohibited and food or food remains will be placed in 
sealed containers and transported from the project in regular waste removal 
cycles. 

• Construction personnel will not bring guns or pets to the site and will not play loud 
music or utilize bright lights before, during, or after regular work hours. 

• Temporary impacts will be returned to pre-existing contours and revegetated with 
appropriate native species. 

• Exclusion fencing will be used to ensure impacts do not encroach on avoidance 
areas. 

• Any phases, not initially cleared and graded at the start of the project (in areas that 
are likely to contain nesting birds), will be cleared and graded prior to the next 
nesting season (February 15 through September 1). If the entire site is not cleared 
initially and work will resume during the nesting season, it must be examined again 
by the project biologist and certified to contain no active nests. 

• Include a written description of project design features and mitigation measures 
that reduce indirect effects, such as edge treatments, landscaping, elevation 
difference, and minimization and/or compensation through restoration or 
enhancement.  

• It is important to also consider and evaluate noise impacts to adjacent 
riparian/riverine resources and provide appropriate measures to attenuate these 
impacts. This may include committing to only constructing outside of nesting 
season, the use of sound walls that are installed outside of nesting season, etc.  

• Applicant should also evaluate whether hydrology in the area is expected to 
change with project implementation. Will this change (caused by the project) result 
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in cutting off the hydrologic support to the riparian, riverine, or vernal pool 
resource? 

4 NARROW ENDEMIC PLANT SPECIES MITIGATION (SECTION 6.1.3) 

The Project is located within NEPS Assessment Area No. 8 which targets two species: 
many-stemmed dudleya (Dudleya multicaulis) and Yucaipa onion (Allium marvinii). The 
NEPS habitat assessment was conducted by biologist Tim Searl on July 20, 2020. The 
RW and area within 100-feet were determined to lack suitable habitat for many-stemmed 
dudleya and Yucaipa onion. The area did not provide the required habitat characteristics, 
and specifically, lacked clay soils. As a result, focused surveys were not conducted.  

5 ADDITIONAL SURVEY NEEDS (SECTION 6.3.2) 

5.1 Criteria Area Species Survey Area - Plants 

The Project was not located within a designated assessment area for Criteria Area Plant 
Species (CAPS). 

5.2 Burrowing Owl 

The Project was located within a designated assessment area for BUOW. A BUOW 
survey was conducted per the MSHCP protocols, and the results were negative. Per the 
conditions of the MSHCP, a pre-construction BUOW survey will be required and 
conducted 30-days prior to the start of construction. 

5.3 Mammals 

The Project was not located within a designated assessment area for Mammals. 

5.4 Amphibians 

The Project was not located within a designated assessment area for Amphibians. 

6 DELHI SANDS FLOWER-LOVING FLY 

The Project was not located within an area with Delhi sands. 

7 ADDITIONAL REGULATORY REQUIREMENTS 

This Habitat Mitigation and Monitoring Plan (HMMP) was prepared to document off-site 
mitigation efforts to satisfy the requirements stated in the MSHCP. In order to remain 
consistent with previous mitigation efforts ongoing at Wilson Creek, this HMMP was 
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developed by referencing a successful HMMP developed by Helix Environmental 
Planning, Inc. (2017). 

7.1 Introduction 

7.1.1 Wilson Creek Habitat Restoration Plan 

The WCHRP presents guidelines for the restoration of the approximately 19.4-acre 
WCHRP study area within the Wilson Creek streambed located in Aguanga, California. 
For information detailing the HRP Study Area, the jurisdictional waters and functional 
assessment, please refer to Appendix C, Wilson Creek Habitat Restoration Plan. 

It is important to note that an official agreement between the City and Wilson Creek Land 
Company has not been entered into and the 0.96-acre Mitigation Area/Conservation 
Easement has not been created. This is expected to occur after agency approval of this 
DBESP/HMMP, and agency approval through other required regulatory mechanisms 
such as an USACE 404 permit, CDFW 1602 permit and RWQCB 401/Porter-Cologne Act 
discharge permit. 

7.1.2 Off-site Mitigation Area 

The HMMP addresses an off-site mitigation area that will be established within the 
WCHRP after the approval of this DBESP. The mitigation area is intended to provide 
compensatory mitigation. The proposed mitigation is intended to increase habitat quality 
and improve functional values associated with this section of Wilson Creek. Habitat 
dominated by native plant species is expected to attract native wildlife and encourage 
the development of a balanced ecosystem. An active effort in December 2011 targeted 
the removal of non-native invasive plant species, which focused primarily on tamarisk 
removal, but also included removal of some scattered stands of tree tobacco (Nicotiana 
glauca) and castor bean (Ricinus communis). Reducing the tamarisk cover to more 
manageable levels was successful and has continued to be suppressed to-date. Habitat 
dominated by native plant species is expected to attract native wildlife and encourage 
the development of a balanced ecosystem. For information detailing the HRP off-site 
mitigation area, the jurisdictional waters and functional assessment, please refer to 
Appendix B, Wilson Creek Habitat Restoration Plan. 

7.2 Goal for Mitigation 

Under this plan, the goal of the mitigation effort is to eliminate the remaining coverage of 
noxious invasive weeds and promote replacement of the non-native vegetation with 
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appropriate native species. This goal will be accomplished using a two-part approach 
over a five-year period: 

1. clear the mitigation area of invasive noxious vegetation followed by selective weed 
control; and 
 

2. plant and seed the mitigation area to restore native plant coverage. 
 
These efforts are expected to result in improvement in two or more of the important 
characteristic functions and values attributed to this resource area. Implementation of 
compensatory mitigation measures is subject to review and approval of this HMMP. 

7.2.1 Functions and Values to be Improved 

Implementation of this HMMP is anticipated to provide both local and regional streambed 
benefits through the replacement of noxious tamarisk with native vegetation, and the 
eradication of a significant source of tamarisk seed from the Wilson Creek sub-watershed. 
Although most streambed functions within the mitigation area are expected to significantly 
increase over the long term, the scope of this HMMP and associated five-year monitoring 
period will be to demonstrate a benefit to a minimum of two of the following streambed 
functions: 

1. hydrology function, 

2. biogeochemical function, and 

3. habitat function 

Successful performance of a minimum of two of the three functions listed above will be 
based on 1) the hydrogeomorphic method (HGM) results, 2) the percent native/non-native 
coverage, and 3) the groundwater elevation results, or any combination of these factors 
that will be assessed in Years 3 and 5 of the mitigation monitoring effort. Functions 
assessed as part of the HGM assessment for this HMMP include all three streambed 
functions (hydrologic, biogeochemical, habitat). An estimate of native/non-native 
coverage will support habitat-based streambed functions, while groundwater elevation 
monitoring may support a determination of an increase in hydrologic streambed function. 

The prescribed efforts will improve habitat quality by greatly decreasing noxious weed 
cover in favor of increased cover and diversity by native vegetation. The shift from 
tamarisk dominance to native dominance should improve nutrient cycling and increase 
subsurface water storage through decreased evapotranspiration rates. Establishing 
substantially higher percentages of native vegetative cover throughout the drainage 
feature as compared with the existing conditions is expected to improve wildlife habitat 
value. Other intended benefits will include improved water quality through improved bio-
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filtration effects, dissipation of energy from storm flows within the braided low-flow 
channels, and soil stabilization. In general, establishing native vegetation in the subject 
area is intended to: 

• provide reasonably effective erosion control to deter channel and habitat 
degradation by natural flows, 

• enhance hydrologic and biogeochemical functions by reducing vegetative 
evapotranspiration rates contributing to more natural water table and/or soil 
moisture levels, 

• enhance Beneficial Uses for Wilson Creek, including an increase in “groundwater 
recharge” benefits within the mitigation area through removal of tamarisk, 

• enhance biological values (e.g., increase species richness and provide 
forage/cover habitat for wildlife) compared to existing conditions by replacing 
existing ruderal weedy vegetation with predominantly native plants, and 

• substantially deter the establishment, reestablishment, and migration of 
particularly noxious invasive species (e.g., tamarisk, tree tobacco, giant reed 
(Arundo donax), perennial pepperweed (Lepidium latifolium), castor bean). 
 

7.2.2 Rationale for Expecting Successful Implementation 

Successful implementation of the mitigation may be expected based on the following 
factors: 

• tamarisk eradication methods have proved successful in other sites in the region; 
• the plant palette consists of site-appropriate native species and include dominant 

and common native species found in existing habitat in Wilson Creek; 
• plant palette includes long-lived perennial grasses and short-lived aggressive 

“weed beater” species, nitrogen-fixing legumes, and mycorrhizal hosts; and 
• planting will take place during the appropriate seasons and supplemental irrigation 

will be provided in case of extended drought conditions during the establishment 
period. 
 

Runoff from large tracts of adjacent agriculture on both sides of this segment of Wilson 
Creek is also anticipated to provide significant subsurface flows to the subject area along 
with storm runoff from the surrounding hillsides. 

7.2.3 Responsible Parties 

Wilson Creek Land Company or its successors in interest or assigns, is responsible for 
implementation of the mitigation and monitoring efforts and will provide funding to 
implement this plan on behalf of the Permittee. The mitigation sponsor intends to assign 
responsibilities for various plan elements to representative agents or contractors it 
engages to implement or oversee various plan elements, where necessary. The planting 
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and maintenance actions prescribed under this HMMP will be conducted or directed by 
a contractor with demonstrated habitat restoration experience. It will also be necessary 
to provide adequate oversight, monitoring, and periodic assessment and reporting of 
planting and maintenance activities and site progress. 

A qualified firm with experience in planning and monitoring native habitat creation projects 
in the region should be retained by the sponsor or its designated agent/representative 
for this purpose. A third-party monitoring firm, hereinafter referred to as the Restoration 
Monitor (RM), will oversee implementation of all elements of this plan and will advise and 
assist the mitigation sponsor or its designated representative and its contractor(s) with 
issues pertaining to the mitigation effort. The RM will: 

• provide appropriate recommendations where discretion or remedial measures 
are indicated and will be responsible for documentation and agency coordination; 

• observe the critical phases of habitat implementation including site 
preparations, topsoil salvage and redistribution, irrigation system function, 
seeding, and supplemental seeding (if required); 

• document deviations from the plan and provide reasonable justification for 
changes; and 

• periodically observe, assess, and document maintenance activities and habitat 
development until the performance criteria have been satisfied. 
 

7.3 Mitigation Guidelines and Specifications 
 

7.3.1 Enhancement – Tamarisk Eradication 

Tamarisk, and other previously mentioned targeted non-natives, were removed from the 
entire WCHRP in December 2011. A brush hog was the primary equipment used for 
removals, but hand-tools such as loppers and chainsaws were also utilized for manual 
removal. Garlon, an herbicide, was applied directly to cut stumps following removals. 
During the tamarisk removal operations, and with assistance from PCR, damage to 
existing native vegetation was avoided to the greatest extent practical. The bulk of the 
vegetative debris that was generated by the chopping and mulching effect of the brush 
hog was left in place to decompose and provide a source of carbon and to help limit weed 
proliferation in the WCHRP. Tamarisk re-sprouts have been treated with a foliar herbicide 
since 2011.  

7.3.2 Restoration – Planting and Seeding 

Areas that do not already contain native vegetation in the WCHRP will receive 
plantings/seed representative of the existing native species that naturally occur in this 
section of Wilson Creek. In general, the lower-lying areas will be seeded with species 
typical of riparian scrub, while the more elevated areas (e.g., terraces and upper 
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benches) in the floodplain will be seeded with more drought-tolerant alluvial fan scrub 
species, such as California buckwheat and scale broom (Lepidospartum squamatum). 
Proposed seeding that is representative of plant species in both habitat types in addition 
to installing cuttings or containerized native trees and shrubs are expected to provide 
stratified canopy coverage. 

The area where tamarisk was previously removed will be planted/seeded with appropriate 
native species. Seeded areas will be raked over lightly with available mulch and loose dirt 
to protect the seed bed and deter weed germination. Supplemental irrigation will be 
supplied by installing and operating a temporary irrigation system designed and built to 
provide drip-line irrigation to cuttings/plantings and overhead irrigation within seeded 
areas. Maintenance will consist of weed control and will be required during spring and 
early summer months. 

7.3.3 Temporary Irrigation 

The prescribed upland habitat type is composed mainly of drought-tolerant species and 
is not expected to require supplemental irrigation beyond the first two years during plant 
establishment. Due to extended drought conditions and to promote seed germination and 
plant establishment/growth, a main-line was connected to the off-site reservoir, which 
water is carried from the reservoir to the WCHRP study area through a six-inch polyvinyl 
chloride (PVC) pipe. Water is then supplied to the mitigation area via a two-inch PVC 
pipe. 

Since the temporary irrigation system will not be permanently installed, a simple surface 
system with a basic layout will be utilized and no elaborate landscape plans or designs 
are necessary; only a basic “design-build” is warranted. Drip emitters were utilized for the 
cuttings/container plants to reduce weed proliferation in the area. Overhead spraying, 
which will be used for seeded areas only, will be accomplished by installing hose 
connection adapters on the main-line or drip-line. Irrigation applications will follow the 
natural rainfall patterns with supplemental watering to assist with germination and 
establishment of seedlings. If natural precipitation is not adequate, seeded areas will be 
periodically hand-watered with a hose and appropriate spray nozzle for a light, mist-type 
application. Supplemental irrigation is typically decreased in the first year after seeding 
and discontinued at the end of two years following seeding. The RM should determine 
adjustments to irrigation scheduling and whether to discontinue and remove irrigation at 
Year 1 or 2. 

7.3.4 Planting Plan 

In general, planting and seeding will be performed in areas that were formerly occupied 
by tamarisk and/or areas lacking significant native cover. The location of the mitigation 
areas will be specifically selected based on presence of existing cottonwoods and 
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willows, which the seeding will provide an increase in native cover within bare areas that 
were previously dominated by tamarisk. Planting and seeding will not occur in areas that 
are naturally vegetated with appropriate native species. Therefore, the pounds of seed 
per acre required for this mitigation area will likely be lower than what would be required 
for an area with little to no native vegetation. In order to apply seed in areas where 
tamarisk cover was previously dense, patches will be raked clear of excessive organic 
debris to expose soil in preparation to receive seed. 

Manual broadcast seeding and raking will be performed to selectively distribute seed, 
which will be lightly raked into the soil. Seed will be spread in patches that are relatively 
free from an excessive amount of organic debris and existing vegetation. In some cases, 
only small amounts of seed will be scattered within the interstitial spaces where soil is 
exposed between clumps of existing vegetation. The more drought tolerant species (e.g., 
scale broom and buckwheat) will be spread on the highest ground in the mitigation area, 
such as across the upper benches and embankments. 

Seeded areas will be watered with a fine spray as soon as possible after application (i.e., 
same day or next day). Seed application to barren areas will be protected by spreading 
a thin application of certified weed-free straw or other carbon-based mulch (e.g., bark, 
wood chips) over seeded areas. Carbon-based mulch materials absorb the soil nitrogen, 
reducing the high nitrogen levels that promote rapid weed growth. The carbon-based 
materials later breakdown providing a slow release of nitrogen back to the native plants 
within a year or two. Tables 1 and 2 below provide the planting palette5 proposed for the 
0.96-acre mitigation area. All species proposed have been detected within and near 
Wilson Creek at the WCHRP. 
Table 1 – Proposed Cuttings/Plantings 

COMMON NAME SCIENTIFIC NAME QUANTITY 

Mule Fat Baccharis salicifolia 300 

Fremont’s Cottonwood Populus fremontii 20 

Sandbar Willow Salix exigua 25 

Arroyo, Black, and/or Red Willow 
Salix 

lasiolepis/gooddingii/laevigata 
100 

TOTAL 445 

 

5 The numbers of cuttings/plantings and pounds of seed are considered tentative estimates based on the area and are 
subject to change depending on factors such as the presence and density of existing, naturally occurring plants in the 
mitigation area (i.e., mule fat, willows, cottonwood). 



DBESP Report 

   
 28  

Table 2 - Proposed Seed Palette 
COMMON NAME SCIENTIFIC NAME TOTAL LBS 

Western Ragweed Ambrosia psilostachya 2.00 

Mugwort Artemisia douglasiana 1.00 

Tarragon Artemisia dracunculus 1.00 

California Buckwheat Eriogonum fasciculatum 0.20 

Wild Heliotrope Heliotropium curassivicum 1.00 

Scalebroom Lepidospartum squamatum 1.00 

Small Wire-Lettuce Stephanomeria exigua 2.00 

Yellow Pincushion Chaenactis glabriuscula 2.00 

Royal Goldfields Lasthenia gracilis 2.00 

California Ragwort Senecio californicus 2.00 

Tidy-Tips Layia platyglossa 2.00 

California Poppy Eschscholzia californica 2.00 

TOTAL 18.20 

 
Planting and seeding will follow the guidelines described in the HMMP attached in 
Appendix C. 

7.4 Maintenance During Monitoring Period 
 

7.4.1 Maintenance Activities 

Appropriate maintenance efforts are vital to the successful establishment of the seeded 
areas until the desired vegetation becomes established. The mitigation area will require 
regular maintenance and periodic inspections to determine if actions are needed to 
address or correct erosion, weed invasion, irrigation adequacy, plant stress, or other 
adverse conditions. The mitigation planting area will be maintained regularly for up to five 
years, or as stipulated by the agencies following installation. In general, maintenance 
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should include any activity required to meet the performance standards set forth in this 
HMMP. 

7.4.2 Weed Eradication 

Annual weeds are extremely fast-growing and high water/nitrogen consumers. This 
allows these plants to quickly produce seeds before conclusion of their annual life cycle. 
Maintenance activities should be conducted in a manner that controls these annual 
weeds so that slower growing target species have an opportunity for water and sunlight. 
These activities may include pulling weeds, spraying herbicides, weed whipping, and 
mowing. The main goal is to promote the germination and growth of the project target 
species by controlling the annual weeds. In no way should the annual weed control 
methods damage, destroy, or hamper the target native species. Eradication of unwanted 
species will include those invasive species identified by the California Invasive Plant 
Council but weed eradication will not be limited to those species alone. Appropriate timing 
is critical to control seed production. The contractor must remove, kill, or mow annual 
weeds before seed production. If the contractor misses the window to remove annual 
weeds before seed production, any mowing, spraying, or removal activities are 
unnecessary. These annual weeds will die once seed production occurs. Regardless of 
the success of target species, limitations in the production of annual weed seeds 
significantly decreases annual weed challenges in the following growing season 

Unlike annual weeds, perennial weeds must be completely killed or removed in order 
to maintain these species. Mowing in most cases enhances the growth of these species. 
In order to mow these plants shorter than the re-growth height, the contractor would also 
be cutting the target species too short. Perennial weeds most likely need to be hand 
pulled or sprayed with appropriate herbicides. Regardless of the success of target native 
species, good removal of perennial weeds will offer significant advancements in mitigation 
success. Since tamarisk was the primary perennial weed eradicated from the site, 
maintenance efforts should focus on control of tamarisk in the mitigation area. The 
contractor will be responsible for eliminating 

7.4.3 Herbicide Application 

In specific circumstances, herbicide applications may be necessary. The contractor is 
responsible for determining the appropriate herbicide to achieve the maintenance goals. 
The contractor is also responsible for assuring that herbicides are applied in a manner 
that will not damage desirable plants in the mitigation areas or in adjacent areas. Also, 
any herbicide or pesticide application must be conducted or directly supervised by a 
person in possession of either a Qualified Applicator License (QAL) or a Qualified 
Applicator Certificate (QAC) issued by the California Department of Pesticide Regulation 
(CDPR). 
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7.4.4 Replacement of Dead or Diseased Plant Materials 

Container plants or other nursery materials should be surveyed for one year following 
installation. Container plantings that die off or exhibit disease during the initial 120-day 
warrantee period following installation should be replaced by the contractor that installed 
the plants unless no warrantee is provided. After the first year, the maintenance contractor 
or staff may need to perform supplemental seed applications in coordination with the 
responsible party to assure that the project’s mitigation area meets the performance 
standards. 

7.5 Monitoring Plan 
 

7.5.1 Performance Standards 

All monitoring activities, including conducting the qualitative and quantitative 
assessments, will follow the guidelines described in the HMMP attached in Appendix C. 

The performance standards for assessing success of the mitigation area will be based 
on demonstrating an increase in a minimum of two functions described below. The 
eradication and replacement of tamarisk with native vegetation within a streambed will 
result in significant benefits to hydrologic, biogeochemical, and habitat functions. The true 
scope of such benefits is likely to occur over a much longer period of time than five years, 
considering that the recent level of late succession tamarisk domination was the result 
of decades of growth. However, a measurable increase in a minimum of two streambed 
functions will be demonstrated over the five-year monitoring period. Therefore, the 
objective of this HMMP during the five-year monitoring period will be to demonstrate an 
improvement in a minimum of two streambed functions based on the HGM functional 
scores and/or the combination of any of the following criteria to be measured in Year 5 of 
the monitoring effort: 

• HGM functional assessment compared to baseline data; 
• percent of native and non-native vegetation coverage; and/or 
• groundwater elevation data via monitoring of piezometers to be 

installed in proximity to the mitigation area. 
 

Functions assessed as part of the HGM assessment include hydrologic, biogeochemical, 
and habitat functions. Estimation of native/non-native coverage will support habitat-
based streambed functions, while groundwater elevation monitoring may support a 
determination of an increase in hydrologic streambed function. 
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Success using solely the HGM assessment will require a measurable increase in a 
minimum of two out of three of the streambed functions in Year 5 of the mitigation effort. 
However, the percent of vegetation cover and/or the groundwater data may be 
independently used to demonstrate a measurable increase in streambed function. 

In part, the success of the revegetation effort is based on establishing a reasonable and 
progressively increasing amount of cover by native species and a decrease in non-native 
species. Within the mitigation areas, native grasses and herbaceous species may 
constitute most of the vegetative cover during the first year after seeding. Scrub species 
are expected to provide most of the native cover by the end of the third year. In general, 
establishing progressively higher percentages of native vegetative cover is intended to: 

• Provide reasonably effective erosion control; 
• Enhance biological values (e.g., increase species richness and provide 

forage/cover habitat for wildlife) compared to pre-mitigation conditions that 
complements existing habitat in the local vicinity and in the adjacent segments of 
Wilson Creek; 

• Exhibit characteristics that indicate the habitat is self-sustaining. A primary 
characteristic of self- sustaining habitat would be that it requires no supplemental 
irrigation for two years with little or no mortality; and 

• Substantially deter the establishment of non-native species, particularly noxious 
invasive species (e.g., tamarisk, tree tobacco, giant reed, perennial 
pepperweed, castor bean), while impeding the continued migration of these 
species upstream and downstream from the mitigation area. 
 

The primary macro-criteria for measuring habitat function are total vegetative cover, 
relative cover by native species, and diversity. Cover may be expressed in terms of the 
total cover (all vegetation) throughout the treated areas, as well as the relative cover 
(percent of vegetated areas) provided by native plants. Diversity is expressed in terms 
of the number of species of native plants that are dominant or sub-dominant in the 
mitigation area. 

The following minimum standards must be achieved or exceeded for the revegetation 
effort to be deemed as supporting an increase in habitat function related to the streambed: 

1. Relative Native Vegetation Coverage (50 percent): Native species must provide 
at least 50 percent of the relative vegetation coverage within the mitigation area. 
Native vegetation may include seeded species, as well as “volunteers” (naturally 
recruited specimens), native to the area. 

2. Exotic/Invasive Vegetation Coverage: Mitigation areas must be maintained free 
of perennial exotic plant species including, but not limited to, pampas grass, giant 
reed, tamarisk, sweet fennel, tree tobacco, castor bean, and pepper tree. Annual 
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exotic plant species must not occupy more than five percent of the mitigation 
areas. 

3. Irrigation Limitation: Supplemental irrigation will be discontinued in the mitigation 
area for a minimum of two years. In order to reach success, the mitigation areas 
must be self-sustaining without irrigation for two years prior to release from 
regulatory oversight. 
 

During post-installation monitoring, several features may be considered to represent 
progress toward successful establishment of native vegetation, including: 

• Germination and growth of a variety of seeded plant species. The total cover 
may be somewhat sparse through the first year following seed application; 

• Lack of evidence of significant erosion; 
• Evidence of resistance to invasion by non-native species (zero to five percent 

composition of non-natives); and/or 
• Evidence of natural recruitment of a variety of native species apparent by the 

third year after seeding. 
 
Table 3 provides a guideline for the total percent cover values exhibited by all native plant 
species combined that may be considered to represent an acceptable increase in 
streambed habitat function during the annual monitoring inspections. 
 
Table 3 – Target Native Coverage Guidelines 

YEAR ACCEPTABLE RANGE (%) 

1 10-15 

2 20-25 

3 25-30 

4 35-45 

5 50 (minimum) 
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7.5.2 Monitoring Procedures 

Progress monitoring and performance assessments will be conducted by the RM. During 
the first year after initial planting and seeding is accomplished, the mitigation area will be 
inspected quarterly in winter (January/February), spring (April/May), at least once in late 
summer (August/September), and once again prior to the onset of the rainy season 
(October/November). The fall inspection provides the opportunity to determine plans and 
specifications for any supplemental planting or seeding and maintenance actions that 
may be warranted during the winter. Monitoring visits will be reduced to two visits in Years 
2 and 3 (in spring and fall) and at least annually during Years 4 and 5. 

Qualitative surveys will be completed during each monitoring visit, which will consist of a 
general site walkover and characterization of the coverage and species distribution 
exhibited in the study area. 

General observations, such as fitness and health of the revegetation species, weed or 
pest problems, signs of over watering, and drought stress, will be noted in each site 
walkover. The RM should visually estimate and record the total cover provided by native 
and non-native vegetation within the mitigation areas during the qualitative monitoring 
visits. The mitigation area may be divided into six equivalent segments and identified on 
a simple diagram for reference and inclusion with progress reports. The RM should also 
visually estimate and list the dominant species in each discrete quadrant area (all species 
that individually account for more than one to five percent of vegetative cover in each 
stratum) and estimate the approximate relative coverage provided by each. A list of 
species present will be compiled for each mitigation area during these visits in addition to 
photo documentation. 

Additionally, quantitative data will be collected annually (typically in June or July) to 
determine survivorship and relative and total coverage by species, and to assess species 
composition. Cover estimates for individual species are used to calculate the total 
vegetation cover, total cover of non- natives, total cover of bare ground, total cover of litter 
and debris, and total cover for each vegetation strata.  

From the data collected, the following information can be calculated: 

• Percent Cover: The number of “hits” for each species divided by the total number 
of points, then multiplied by 100 is the absolute percent cover for that species 
(this calculation can also be conducted for all native species or all non-native 
species rather than individual species). Bare ground is treated as a plant species, 
except that it is not recorded if there is any plant present. The total cover will be 
greater than 100 percent unless there are no points with more than one plant 
species. 
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• Vegetation Structure: The percentage of plant species within the herbaceous, 
shrub, and tree layers can be calculated, in addition to bare or rocky areas. 

• Species Richness: The number of plant species recorded on the transects, plus 
the number of additional species within the site but not on a transect, is the species 
richness. Both percent cover and species richness will be expressed separately 
for native and exotic plant species. 

 
7.5.3 Reports 
 
Documentation of the mitigation area will include an As-Built, progress reports, and an 
annual monitoring report. 
 
Upon completion of mitigation installation, the RM will prepare an installation As-Built 
Report to document the implementation of the mitigation preparations and planting and 
seeding for the mitigation area. The report describes the site preparation methods used, 
species and quantities of seed and container stock, seeding methods, and planting 
locations. The As-Built Report will be submitted to the responsible party to confirm 
completion of initial installation and commencement of the maintenance and monitoring 
phase. 

The mitigation area should be monitored quarterly in the first year, semi-annually in the 
second and third years, and at least annually in the last two years. Monitoring commenced 
after the primary planting and seeding is performed and will continue for five years or until 
either: (1) it can be demonstrated that functions and values have met or exceeded final 
success criteria; (2) agencies determine that monitoring is no longer required. 

Observations during the monitoring visits will be recorded and a memorandum provided 
to the responsible party and contractor, as needed, to report site progress and identify 
necessary maintenance actions. Following the first full growing season after initial 
installation, typically in June or July, quantitative assessments will be conducted as 
described above and a progress report summarizing monitoring results will be prepared 
and distributed by the RM by January of each year. 

Each annual report will document mitigation and maintenance activities and site 
performance and recommend corrective measures if deficiencies are observed. Annual 
reports will also describe observed features, including qualitative estimates of species 
cover and survivorship, success or failure rates of seeded species, and growth of 
perennial species, and will report quantitative measurements of the total vegetative cover 
and the percentage of relative cover by native species. Coverage values will be 
determined both by general inspection and by direct sampling using the line-intercept or 
point-step transect procedures described above. The frequency and volume of irrigation 
if utilized, observed weed or pest problems, additional maintenance procedures, and 
general condition and health of the vegetation will also be noted in each annual report. 



DBESP Report 

   
 35  

Photographs taken from each photo station will provide visual records of the site’s 
progress. Recommendations and schedules for corrective measures will be identified and 
described. 
 
7.5.4 Contingency measures 
 
If the RM determines the site is not on the trajectory to achieving the success criteria or 
the target success criteria are not attained by Year 5, contingency measures will be 
triggered whereby the responsible party will consult with the agencies to examine the 
cause of the deficiency. Remedial actions will be developed at that time to correct the 
cause of the deficiency. If the deficiency cannot be corrected, alternative mitigation areas 
or actions will be developed. 
 
7.6 Long-Term Conservation Measures 

The concept of streambed mitigation focuses on meeting success criteria, typically 
achieved through implementation of a HMMP and allowing the mitigation area to sustain 
itself in a natural setting. A primary component of establishing a self-sustaining natural 
habitat is the removal of non-native species from the mitigation area followed by 
establishment of native species. As such, non-native species removal and native plant 
cover are requirements of meeting the performance standards for the mitigation area as 
outlined in this HMMP. Wilson Creek Land Company shall undertake the compensatory 
mitigation activities, including the construction, maintenance, and monitoring of the 
mitigation area pursuant to this HMMP until the RM has confirmed that Wilson Creek Land 
Company has successfully completed construction, maintenance, and monitoring of the 
mitigation area and has met the performance standards (i.e., success criteria) defined in 
this HMMP. Long-term management would also include reporting of natural disasters, 
removal of any trash accumulation, maintaining signs, and/or controlling vandalism. 
Details of the long-term management activities will be described in the legal preservation 
mechanism. 
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BENCHMARK: ELEVATIONS SHOWN ARE BASED ON THE NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88). DIFFERENTIAL LEVELS AND STATIC GPS OBSERVATIONS DETERMINED ELEVATIONS. THE NATIONAL GEODETIC SURVEY (NGS) DATASHEET ELEVATION AT THE NGS BENCHMARK WAS USED: STATION  NGS POINT ID  ELEVATION (FT)  NGS POINT ID  ELEVATION (FT)  ELEVATION (FT)  K1311  DX3472   2601.93 DX3472   2601.93 2601.93 DESCRIPTION: 3" BRASS DISK SET VERTICALLY IN THE WEST FACE OF I-10 OVERCROSSING OF PENNSYLVANIA AVE., 36' EAST OF THE AVENUE CENTERLINE, 1.7' NORTH OF THE SOUTH END OF THE WEST FACE, 3' ABOVE THE GROUND. 
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STREET IMPROVEMENT NOTES (CONTINUED): 9. CONTRACTOR MUST NOTIFY THE CITY OF BEAUMONT AT (951) 769-8520 AT LEAST ONE WEEK PRIOR TO CONTRACTOR MUST NOTIFY THE CITY OF BEAUMONT AT (951) 769-8520 AT LEAST ONE WEEK PRIOR TO CONSTRUCTION.  10. CONTRACTOR MUST PROVIDE CONSTRUCTION SCHEDULE TO THE CITY OF BEAUMONT AT LEAST 48 HOURS PRIOR TO CONTRACTOR MUST PROVIDE CONSTRUCTION SCHEDULE TO THE CITY OF BEAUMONT AT LEAST 48 HOURS PRIOR TO BEGINNING CONSTRUCTION. 11. CONTRACTOR MUST CALL UNDERGROUND SERVICE ALERT AT 811 AT LEAST 48 HOURS BEFORE EXCAVATION. CONTRACTOR MUST CALL UNDERGROUND SERVICE ALERT AT 811 AT LEAST 48 HOURS BEFORE EXCAVATION. 12. CONTRACTOR SHALL BE RESPONSIBLE TO APPLY TO THE RIVERSIDE COUNTY FLOOD CONTROL (RCFC) FOR PERMITS CONTRACTOR SHALL BE RESPONSIBLE TO APPLY TO THE RIVERSIDE COUNTY FLOOD CONTROL (RCFC) FOR PERMITS WHEN ANY STORM DRAIN PIPE NEEDS TO BE CONNECTED WITH A RCFC FACILITY AND ADD PERMITEE NUMBER ON THE PLAN. 13. CONTRACTOR SHALL BE RESPONSIBLE TO APPLY TO THE CALIFORNIA DEPARTMENT OF TRANSPORTATION (CALTRANS) CONTRACTOR SHALL BE RESPONSIBLE TO APPLY TO THE CALIFORNIA DEPARTMENT OF TRANSPORTATION (CALTRANS) FOR AN ENCROACHMENT PERMIT FOR ALL WORK PERFORMED WITHIN STATE RIGHT-0F-WAY. 14. CONTRACTOR SHALL BE THE RESPONSIBILITY TO INSTALL AND MAINTAIN ALL CONSTRUCTION, REGULATORY, GUIDE AND CONTRACTOR SHALL BE THE RESPONSIBILITY TO INSTALL AND MAINTAIN ALL CONSTRUCTION, REGULATORY, GUIDE AND WARNING SIGNS WITHIN THE PROJECT LIMITS AND ITS SURROUNDINGS TO PROVIDE SAFE PASSAGE FOR THE TRAVELING PUBLIC AND WORKERS UNTIL THE FINAL COMPLETION AND ACCEPTANCE OF THE PROJECT BY THE CITY. A TRAFFIC CONTROL PLAN MUST BE SUBMITTED WITH APPROVED STREET PLAN FOR REVIEW TO THE PERMITS SECTION OR INSPECTION SECTION (FOR MAP CASES) PRIOR TO OBTAINING AN ENCROACHMENT PERMIT. 15. CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION OF ADDITIONAL SIGNS AND MARKINGS NOT INCLUDED IN CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION OF ADDITIONAL SIGNS AND MARKINGS NOT INCLUDED IN THE SIGNING AND STRIPING PLAN WITHIN THE PROJECT AREAS, OR ON ROADWAYS ADJACENT TO THE PROJECT BOUNDARIES, UPON THE REQUEST OF THE DIRECTOR OF PUBLIC WORKS OR HIS DESIGNEE TO IMPROVE TRAFFIC SAFETY ON THE ROADS UNDER THE JURISDICTION OF THE DEVELOPER. 16. CONTRACTOR SHALL HAVE GEOTECHNICAL/SOILS ENGINEERING FIRM OBSERVE TRENCHING, BACKFILLING, & SOIL CONTRACTOR SHALL HAVE GEOTECHNICAL/SOILS ENGINEERING FIRM OBSERVE TRENCHING, BACKFILLING, & SOIL COMPACTION OF ALL UTILITY TRENCHES WITHIN ALL EASEMENTS & ROAD RIGHTS OF WAY. TWO SETS OF COMPACTION REPORTS CERTIFYING THAT WORKS WERE DONE IN CONFORMANCE TO STANDARDS & GEOTECHNICAL REPORT SHALL BE SUBMITTED AFTER EACH UTILITY TRENCH IS COMPLETED & CERTIFIED. COMPACTION REPORT MUST BE SUBMITTED TO THE DEPT. OF PUBLIC WORKS AT LEAST TWO WORKING DAYS BEFORE AGGREGATE BASE MATERIALS ARE PLACED ONSITE. 17. ALL UNDERGROUND FACILITIES, WITH LATERALS, SHALL BE IN PLACE PRIOR TO PAVING THE STREET SECTION ALL UNDERGROUND FACILITIES, WITH LATERALS, SHALL BE IN PLACE PRIOR TO PAVING THE STREET SECTION INCLUDING, BUT NOT LIMITED TO, THE FOLLOWING: SEWER, WATER, ELECTRIC, GAS AND STORM DRAIN. 18. ALL STREET SECTIONS ARE TENTATIVE. ADDITIONAL SOIL TESTS SHALL BE TAKEN AFTER ROUGH GRADING TO ALL STREET SECTIONS ARE TENTATIVE. ADDITIONAL SOIL TESTS SHALL BE TAKEN AFTER ROUGH GRADING TO DETERMINE THE EXACT STREET SECTION REQUIREMENTS. USE R.C.T.D. STANDARD NO. 401 IF EXPANSIVE SOILS ARE ENCOUNTERED. 19. ASPHALTIC EMULSION (FOG SEAL) SHALL BE APPLIED NOT LESS THAN FOURTEEN DAYS FOLLOWING PLACEMENT OF ASPHALTIC EMULSION (FOG SEAL) SHALL BE APPLIED NOT LESS THAN FOURTEEN DAYS FOLLOWING PLACEMENT OF THE ASPHALT SURFACING. FOG SEAL AND PAINT BINDER SHALL BE APPLIED AT A RATE OF 0.05 AND 0.03 GALLON PER SQUARE YARD RESPECTIVELY. ASPHALTIC EMULSION SHALL CONFORM TO SECTIONS 37, 39 AND 94 OF THE STATE STANDARD SPECIFICATIONS. 20. PRIME COAT IS REQUIRED PRIOR TO PAVING ALL GRADES IN EXCESS OF TEN PERCENT. PRIME COAT IS REQUIRED PRIOR TO PAVING ALL GRADES IN EXCESS OF TEN PERCENT. 21. ANY PRIVATE DRAINAGE FACILITIES SHOWN ON THESE PLANS ARE FOR INFORMATION ONLY. BY SIGNING THESE ANY PRIVATE DRAINAGE FACILITIES SHOWN ON THESE PLANS ARE FOR INFORMATION ONLY. BY SIGNING THESE IMPROVEMENT PLANS, NO REVIEW OR APPROVAL OF THESE PRIVATE FACILITIES ARE IMPLIED OR INTENDED BY CITY OF BEAUMONT PUBLIC WORKS DEPT. 22. THE CONTRACTOR SHALL INSTALL STREET NAME SIGNS CONFORMING TO R.C.T.D. STANDARD NO. 816. THE CONTRACTOR SHALL INSTALL STREET NAME SIGNS CONFORMING TO R.C.T.D. STANDARD NO. 816. 23. STREET LIGHTS SHALL BE INSTALLED IN ACCORDANCE WITH THE APPROVED STREET LIGHTING PLAN PER CITY OF STREET LIGHTS SHALL BE INSTALLED IN ACCORDANCE WITH THE APPROVED STREET LIGHTING PLAN PER CITY OF BEAUMONT'S APPROVED STREET LIGHTING SPECIFICATIONS. 24. INSTALL STREET TREES IN ACCORDANCE WITH ORDINANCE 461 AND THE COMPREHENSIVE LANDSCAPING GUIDELINES INSTALL STREET TREES IN ACCORDANCE WITH ORDINANCE 461 AND THE COMPREHENSIVE LANDSCAPING GUIDELINES (CHOOSE THREE SPECIES AND NAME THEM HERE). 25. FOR ALL DRIVEWAY RECONSTRUCTION BEYOND RIGHT-OF-WAY, PROOF OF DRIVEWAY OWNER NOTIFICATION IS FOR ALL DRIVEWAY RECONSTRUCTION BEYOND RIGHT-OF-WAY, PROOF OF DRIVEWAY OWNER NOTIFICATION IS REQUIRED PRIOR TO CONSTRUCTION. 26. CONTRACTOR SHALL BE RESPONSIBLE TO NOTIFY THE ENGINEER TO INSTALL STREET CENTERLINE MONUMENTS AS CONTRACTOR SHALL BE RESPONSIBLE TO NOTIFY THE ENGINEER TO INSTALL STREET CENTERLINE MONUMENTS AS REQUIRED BY RIVERSIDE COUNTY ORDINANCE N0. 461. IF CONSTRUCTION CENTERLINE DIFFERS, PROVIDE A TIE TO EXISTING CENTERLINE OF RIGHT-OF-WAY. PRIOR TO ROAD CONSTRUCTION, SURVEY MONUMENTS INCLUDING CENTERLINE MONUMENTS, TIE POINTS, PROPERTY CORNERS AND BENCH MARKS SHALL BE REFERENCED OUT AND CORNER RECORDS FILED WITH THE COUNTY SURVEYOR PURSUANT TO SECTION 8771 OF THE BUSINESS & PROFESSIONAL CODE. SURVEY POINTS DESTROYED DURING CONSTRUCTION SHALL BE RESET, AND A SECOND CORNER RECORD FILED FOR THOSE POINTS PRIOR TO COMPLETION AND ACCEPTANCE OF THE IMPROVEMENTS.
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EARTHWORK QUANTITIES: DECLARATION OF RESPONSIBLE CHARGE: I HEREBY DECLARE THAT I AM THE ENGINEER OF WORK FOR THESE 95-PERCENT DESIGN LEVEL DRAWINGS, THAT I HAVE EXERCISED RESPONSIBLE CHARGE OVER THESE DESIGN OF THIS PROJECT TO DATE AS DEFINED IN SECTION 6703 OF THE BUSINESS AND PROFESSIONS CODE, AND THAT THE DESIGN IS CONSISTENT WITH CURRENT STANDARDS. I UNDERSTAND THAT THE CHECK OF THE PROJECT DRAWINGS AND SPECIFICATIONS BY CITY OF BEAUMONT IS CONFINED TO A REVIEW ONLY, AND DOES NOT RELIEVE ME, AS ENGINEER OF WORK, OF MY RESPONSIBILITIES FOR THE PROJECT'S DESIGN.  BENCHMARK BENCHMARK: ELEVATIONS SHOWN ARE BASED ON THE NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88). DIFFERENTIAL LEVELS AND STATIC GPS OBSERVATIONS DETERMINED ELEVATIONS. THE NATIONAL GEODETIC SURVEY (NGS) DATASHEET ELEVATION AT THE NGS BENCHMARK WAS USED: STATION   NGS POINT ID   ELEVATION (FT)  NGS POINT ID   ELEVATION (FT)  ELEVATION (FT)  K1311   DX3472    2601.93 DX3472    2601.93 2601.93 DESCRIPTION: 3" BRASS DISK SET VERTICALLY IN THE WEST FACE OF I-10 OVERCROSSING OF PENNSYLVANIA AVE., 36' EAST OF THE AVENUE CENTERLINE, 1.7' NORTH OF THE SOUTH END OF THE WEST FACE, 3' ABOVE THE GROUND.  BASIS OF BEARING THE BASIS OF BEARINGS FOR THIS SURVEY IS SHOWN HEREON ARE BASED ON THE BEARING OF SECOND STREET BEING NORTH 89°54'34"WEST PER TRACT 28017-1, M.B. 254/71-72, IN THE CITY OF BEAUMONT, COUNTY OF RIVERSIDE, STATE OF CALIFORNIA.  DATUM STATEMENT COORDINATES SHOWN ARE BASED ON THE CALIFORNIA COORDINATE SYSTEM (CCS83), ZONE VI, NAD83 (NSRS2007, EPOCH 2011.00). ALL DISTANCES ARE US SURVEY FOOT GRID DISTANCES, UNLESS OTHERWISE NOTED. TO OBTAIN GROUND DISTANCES, DIVIDE GRID DISTANCES SHOWN BY THE COMBINED FACTOR 0.999888832. NOTE: DISTANCES AND STATIONING FROM ROW MAPS FOR 1-10 WERE IN CCS 29 GRID, SAID DATA WAS CONVERTED TO GROUND BY DISTANCES AND STATIONING FROM ROW MAPS FOR 1-10 WERE IN CCS 29 GRID, SAID DATA WAS CONVERTED TO GROUND BY MULTIPLYING BY A CF OF 1.000117736 PER ROW MAP 49309-02 AND THEN CONVERTED TO NAD 83 BY USING THE CF STATED ABOVE. 
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SHEET INDEX:     SHEET 1: TITLE SHEET SHEET 2: CITY OF BEAUMONT NOTES SHEET 3: DETAIL SHEET SHEET 4: STREET PLAN AND PROFILE (STA 205+00 - 212+00) SHEET 5: STREET PLAN AND PROFILE (STA 212+00 - 220+65) SHEET 6: STREET PLAN AND PROFILE (STA 220+65 - 229+00) SHEET 7: STREET PLAN AND PROFILE (STA 229+00 - 230+00) SHEET 8: SIGNAGE AND STRIPING SHEET 9: CULVERT CROSSING (CULVERT A) SHEET 10: CULVERT CROSSING (CULVERT A) SHEET 11: CULVERT CROSSING (CULVERT C) SHEET 12: SECTION SHEET (STA 205+00 - 217+50) SHEET 13: SECTION SHEET (STA 218+00 - 228+50)
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STORM DRAIN NOTES: 1. CONTRACTOR SHALL CONSTRUCT THE DRAINAGE IMPROVEMENT SHOWN ON THE DRAWINGS IN CONFORMANCE WITH CONTRACTOR SHALL CONSTRUCT THE DRAINAGE IMPROVEMENT SHOWN ON THE DRAWINGS IN CONFORMANCE WITH THE REQUIREMENTS OF THE RIVERSIDE COUNTY FLOOD CONTROL AND WATER CONSERVATION DISTRICT DESIGN MANUAL STANDARD DRAWINGS, RECENT EDITION, THE SSPWC 'LATEST EDITION', AND IN CONFORMANCE WITH THE REQUIREMENTS OF THE BEAUMONT DRAINAGE MANAGEMENT PLAN. 2. CONTRACTOR SHALL COMPLY WITH THE STATE AND LOCAL SAFETY CODES DURING THE PROGRESS OF WORK. CONTRACTOR SHALL COMPLY WITH THE STATE AND LOCAL SAFETY CODES DURING THE PROGRESS OF WORK. 3. CONSTRUCTION PROJECTS THAT DISTURB MORE THAN ONE ACRE MUST OBTAIN A NATIONAL POLLUTANT DISCHARGE CONSTRUCTION PROJECTS THAT DISTURB MORE THAN ONE ACRE MUST OBTAIN A NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT. OWNER/DEVELOPERS ARE REQUIRED TO FILE A NOTICE OF INTENT (NOI) WITH THE STATE WATER RESOURCES CONTROL BOARD (SWRCB) AND COMPLY WITH ALL REQUIREMENTS OF THE BEAUMONT DRAINAGE MANAGEMENT PLAN. BEAUMONT IS CO-PERMITTEE WITH R.CF.C. & W.C.D. 4. ALL STORM DRAINS, CATCH BASINS, AND STORM WATER RUNOFF STRUCTURES WILL BE PROVIDED WITH ADEQUATE ALL STORM DRAINS, CATCH BASINS, AND STORM WATER RUNOFF STRUCTURES WILL BE PROVIDED WITH ADEQUATE CAPABILITIES TO FILTER AND RETAIN SEDIMENT AND DIRT, Of, AND GREASE, TO PREVENT POLLUTION IN STORM WATER RUNOFF IN COMPLIANCE WITH THE CITY OF BEAUMONT'S BEST MANAGEMENT PRACTICES AND THE BEAUMONT DRAINAGE MASTER PLAN FOR STORM WATER AS WELL AS BEST MANAGEMENT PRACTICES IDENTIFIED IN THE CURRENT REPORT OF WASTE DISCHARGE FOR RIVERSIDE COUNTY PERMITTEES. 5. CONTRACTOR SHALL MAINTAIN ADJACENT STREETS IN A NEAT, SAFE, CLEAN AND SANITARY CONDITION AT ALL TIMES CONTRACTOR SHALL MAINTAIN ADJACENT STREETS IN A NEAT, SAFE, CLEAN AND SANITARY CONDITION AT ALL TIMES AND TO THE SATISFACTION OF THE COUNTY'S OR DISTRICT'S INSPECTOR. THE ADJACENT STREETS SHALL BE KEPT CLEAN OF DEBRIS, WITH DUST AND OTHER NUISANCE BEING CONTROLLED AT ALL TIMES. THE DEVELOPER SHALL BE RESPONSIBLE FOR ANY CLEAN UP ON ADJACENT STREETS AFFECTED BY HIS CONSTRUCTION. METHOD OF STREET CLEANING SHALL BE DRY SWEEPING OF ALL PAVED AREAS. 6. CONTRACTOR SHALL BE THE RESPONSIBILITY TO INSTALL AND MAINTAIN DURING CONSTRUCTION, REGULATORY GUIDE CONTRACTOR SHALL BE THE RESPONSIBILITY TO INSTALL AND MAINTAIN DURING CONSTRUCTION, REGULATORY GUIDE AND WARNING SIGNS WITHIN THE PROJECT LIMITS AND ITS SURROUNDINGS TO PROVIDE SAFE PASSAGE FOR THE TRAVELING PUBLIC AND WORKERS UNTIL THE FINAL COMPLETION AND ACCEPTANCE OF THE PROJECT BY THE CITY OF BEAUMONT. 7. CONTRACTOR AGREES THAT HE/SHE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR THE JOB SITE CONTRACTOR AGREES THAT HE/SHE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR THE JOB SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT. INCLUDING SAFETY OF ALL PERSONS AND PROPERTY, THAT THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS AND THAT THE CONTRACTOR SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, CITY OF BEAUMONT, AND THE DEVELOPER'S ENGINEER, HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNERS OR THE DEVELOPER'S ENGINEER. 8. CONTRACTOR SHALL BE THE RESPONSIBILE TO OBTAIN AN ENCROACHMENT PERMIT FOR ALL WORK PERFORMED CONTRACTOR SHALL BE THE RESPONSIBILE TO OBTAIN AN ENCROACHMENT PERMIT FOR ALL WORK PERFORMED WITHIN PUBLIC RIGHT-OF-WAY, DEDICATED AND ACCEPTED FOR PUBLIC USE; AND TO BE RESPONSIBLE FOR SATISFACTORY COMPLIANCE FOR ALL CURRENT ENVIRONMENTAL REGULATIONS DURING THE LIFE OF CONSTRUCTION ACTIVITIES FOR THIS PROJECT.  9. CONTRACTOR MUST NOTIFY THE CITY OF BEAUMONT AT (951) 769-8520 AT LEAST ONE WEEK PRIOR TO CONTRACTOR MUST NOTIFY THE CITY OF BEAUMONT AT (951) 769-8520 AT LEAST ONE WEEK PRIOR TO CONSTRUCTION.  10. CONTRACTOR MUST PROVIDE CONSTRUCTION SCHEDULE TO THE CITY OF BEAUMONT AT LEAST 48 HOURS PRIOR TO CONTRACTOR MUST PROVIDE CONSTRUCTION SCHEDULE TO THE CITY OF BEAUMONT AT LEAST 48 HOURS PRIOR TO BEGINNING CONSTRUCTION. 11. CONTRACTOR MUST CALL UNDERGROUND SERVICE ALERT AT 811 AT LEAST 48 HOURS BEFORE EXCAVATION. CONTRACTOR MUST CALL UNDERGROUND SERVICE ALERT AT 811 AT LEAST 48 HOURS BEFORE EXCAVATION. 12. CONTRACTOR IS REQUIRED TO CONTACT ALL UTILITY AGENCIES REGARDING TEMPORARY SUPPORT AND SHORING CONTRACTOR IS REQUIRED TO CONTACT ALL UTILITY AGENCIES REGARDING TEMPORARY SUPPORT AND SHORING REQUIREMENTS FOR THE VARIOUS UTILITIES SHOWN IN THE PLANS. 13. THE CONTRACTOR SHALL VERIFY, BY POT HOLING, THE LOCATION OF POTENTIALLY AFFECTED UTILITIES. THE CONTRACTOR SHALL VERIFY, BY POT HOLING, THE LOCATION OF POTENTIALLY AFFECTED UTILITIES. 14. CONTRACTOR SHALL HAVE GEOTECHNICAL/SOILS ENGINEERING FIRM OBSERVE TRENCHING, BACKFILLING, & SOIL CONTRACTOR SHALL HAVE GEOTECHNICAL/SOILS ENGINEERING FIRM OBSERVE TRENCHING, BACKFILLING, & SOIL COMPACTION OF ALL UTILITY TRENCHES WITHIN ALL EASEMENTS & ROAD RIGHTS OF WAY. TWO SETS OF COMPACTION REPORTS CERTIFYING THAT WORKS WERE DONE IN CONFORMANCE TO STANDARDS & GEOTECHNICAL REPORT SHALL BE SUBMITTED AFTER EACH UTILITY TRENCH IS COMPLETED & CERTIFIED. COMPACTION REPORT MUST BE SUBMITTED TO THE DEPT. OF PUBLIC WORKS AT LEAST TWO WORKING DAYS BEFORE AGGREGATE BASE MATERIALS ARE PLACED ONSITE. 15. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CLEARING OF THE PROPOSED WORK AREA AND RELOCATION THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CLEARING OF THE PROPOSED WORK AREA AND RELOCATION COSTS OF ALL EXISTING UTILITIES.  16. ELEVATIONS AND LOCATIONS OF UTILITIES SHOWN ARE APPROXIMATE UNLESS OTHERWISE NOTED. ALL UTILITIES ELEVATIONS AND LOCATIONS OF UTILITIES SHOWN ARE APPROXIMATE UNLESS OTHERWISE NOTED. ALL UTILITIES SHOWN ARE TO BE PROTECTED IN PLACE UNLESS OTHERWISE NOTED. 17. ALL ELEVATIONS SHOWN ARE TO THE INVERTS OF PIPE, EXCEPT WHERE OTHERWISE NOTED. ALL ELEVATIONS SHOWN ARE TO THE INVERTS OF PIPE, EXCEPT WHERE OTHERWISE NOTED. 18. STORM DRAIN PROFILES CONTAIN CALL--OUTS AND REFERENCE TO INTERSECTING STORM DRAIN LINES. STORM DRAIN PROFILES CONTAIN CALL--OUTS AND REFERENCE TO INTERSECTING STORM DRAIN LINES. INTERSECTIONS OF THESE JUNCTIONS ARE PROVIDED FOR REFERENCE ONLY. CONTRACTOR IS TO OBTAIN INVERT ELEVATIONS FROM THE RESPECTIVE PROFILE OF THE INTERSECTING PIPE. 19. ALL STATIONING REFERS TO THE CENTERLINE OF CONSTRUCTION UNLESS OTHERWISE NOTED.  ALL STATIONING REFERS TO THE CENTERLINE OF CONSTRUCTION UNLESS OTHERWISE NOTED.  20. STATIONING FOR LATERALS AND CONNECTOR PIPE REFER TO THE CENTERLINE--CENTERLINE--INTERSECTION STATION. STATIONING FOR LATERALS AND CONNECTOR PIPE REFER TO THE CENTERLINE--CENTERLINE--INTERSECTION STATION. 21. ALL PIPE LENGTHS ARE HORIZONTAL PROJECTIONS (NOT TRUE LENGTHS OF PIPE) AND ARE THE BASIS OF THE ALL PIPE LENGTHS ARE HORIZONTAL PROJECTIONS (NOT TRUE LENGTHS OF PIPE) AND ARE THE BASIS OF THE ESTIMATES OF QUANTITIES. THE CONTRACTOR SHALL DETERMINE THE TRUE QUANTITY OF PIPE REQUIRED FOR THIS PROJECT PRIOR TO PLACING THE ORDER. 22. ALL CROSS SECTIONS ARE TAKEN LOOKING UPSTREAM. ALL CROSS SECTIONS ARE TAKEN LOOKING UPSTREAM. 23. OPENINGS RESULTING FROM THE CUTTING OR PARTIAL REMOVAL OF EXISTING CULVERTS, PIPES OR SIMILAR OPENINGS RESULTING FROM THE CUTTING OR PARTIAL REMOVAL OF EXISTING CULVERTS, PIPES OR SIMILAR STRUCTURES TO BE ABANDONED SHALL BE SEALED WITH 6 INCHES OF CLASS “B” CONCRETE. B” CONCRETE.  CONCRETE. 24. PIPE CONNECTED TO THE MAINLINE PIPE SHALL CONFORM TO JUNCTION STRUCTURE NO. 4 (JS 229) UNLESS PIPE CONNECTED TO THE MAINLINE PIPE SHALL CONFORM TO JUNCTION STRUCTURE NO. 4 (JS 229) UNLESS OTHERWISE NOTED. 25. PIPE BEDDING SHALL CONFORM TO R.C.F.C. & W.C.D. STD. DWG. M 815 PIPE BEDDING SHALL CONFORM TO R.C.F.C. & W.C.D. STD. DWG. M 815 26. "V" IS THE DEPTH OF INLET AT THE CATCH BASINS MEASURED FROM THE TOP OF THE CURB TO THE INVERT OF "V" IS THE DEPTH OF INLET AT THE CATCH BASINS MEASURED FROM THE TOP OF THE CURB TO THE INVERT OF CONNECTOR PIPE. 27. HYDRAULIC GRADE LINES SHOWN IN PROFILES ARE FOR 100 YEAR FREQUENCY FLOWS, UNLESS OTHERWISE NOTED. HYDRAULIC GRADE LINES SHOWN IN PROFILES ARE FOR 100 YEAR FREQUENCY FLOWS, UNLESS OTHERWISE NOTED. 28. ALL BACKFILL AND BEDDING AROUND STRUCTURES AND PIPES SHALL BE COMPACTED TO NOT LESS THAN 90 ALL BACKFILL AND BEDDING AROUND STRUCTURES AND PIPES SHALL BE COMPACTED TO NOT LESS THAN 90 PERCENT RELATIVE COMPACTION EXCEPT WHERE SUCH MATERIAL IS PLACED UNDER EXISTING PAVED ROADWAYS. THE TOP 3 FEET, MEASURED FROM THE FINISH PAVING, SHALL BE COMPACTED TO 95 PERCENT RELATIVE COMPACTION. 29. CONTRACTOR SHALL DISPOSE OF ALL EXCESS EXCAVATED MATERIAL AT MANDATORY DISPOSAL SITE. CONTRACTOR SHALL DISPOSE OF ALL EXCESS EXCAVATED MATERIAL AT MANDATORY DISPOSAL SITE. 30. ALL CURBS, GUTTERS, SIDEWALKS, DRIVEWAYS, AND OTHER EXISTING IMPROVEMENTS TO BE RECONSTRUCTED IN KIND ALL CURBS, GUTTERS, SIDEWALKS, DRIVEWAYS, AND OTHER EXISTING IMPROVEMENTS TO BE RECONSTRUCTED IN KIND PER LATEST COUNTY STANDARD AND AT THE SAME ELEVATION AND LOCATION AS THE EXISTING IMPROVEMENTS UNLESS OTHERWISE NOTED. FOR PAVEMENT OVERLAY, 0.10' MIN. FOR FULL LANE WIDTH IS REQUIRED. 31. ALL UNDERGROUND FACILITIES WITH LATERALS SHALL BE IN PLACE PRIOR TO PAVING THE STREET, INCLUDING BUT ALL UNDERGROUND FACILITIES WITH LATERALS SHALL BE IN PLACE PRIOR TO PAVING THE STREET, INCLUDING BUT NOT LIMITED TO, THE FOLLOWING: SEWER, WATER, ELECTRIC, STORM DRAINS. 32. ALL SURVEY MONUMENTS SHALL BE REPLACED AS REQUIRED. MONUMENTS SHALL BE TIED OUT PRIOR TO ALL SURVEY MONUMENTS SHALL BE REPLACED AS REQUIRED. MONUMENTS SHALL BE TIED OUT PRIOR TO CONSTRUCTION AND REPLACED UPON COMPLETION OF CONSTRUCTION.
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GRADING NOTE: 1. ALL GRADING SHALL CONFORM TO THE CITY OF BEAUMONT ORDINANCES, CURRENT ADOPTED CALIFORNIA BUILDING ALL GRADING SHALL CONFORM TO THE CITY OF BEAUMONT ORDINANCES, CURRENT ADOPTED CALIFORNIA BUILDING CODE, APPENDIX J, STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION, "LATEST EDITION" AND RECOMMENDATIONS OF THE SOILS ENGINEER. 2. NO WORK SHALL COMMENCED UNTIL ALL PERMITS HAVE BEEN OBTAINED FROM THE CITY AND OTHER APPROPRIATE NO WORK SHALL COMMENCED UNTIL ALL PERMITS HAVE BEEN OBTAINED FROM THE CITY AND OTHER APPROPRIATE AGENCIES. 3. ALL PROPERTY CORNERS SHALL BE CLEARLY DELINEATED IN THE FIELD PRIOR TO COMMENCEMENT OF ANY ALL PROPERTY CORNERS SHALL BE CLEARLY DELINEATED IN THE FIELD PRIOR TO COMMENCEMENT OF ANY CONSTRUCTION /GRADING. 4. DURING ROUGH GRADING OPERATIONS AND PRIOR TO CONSTRUCTION OF PERMANENT DRAINAGE STRUCTURES, DURING ROUGH GRADING OPERATIONS AND PRIOR TO CONSTRUCTION OF PERMANENT DRAINAGE STRUCTURES, TEMPORARY DRAINAGE AND EROSION CONTROL SHOULD BE PROVIDED TD PREVENT PONDING WATER, SEDIMENT TRANSPORTATION, AND DAMAGE TO ADJACENT PROPERTIES. 5. DUST SHALL BE CONTROLLED BY WATERING OR OTHER APPROVED METHODS. DUST SHALL BE CONTROLLED BY WATERING OR OTHER APPROVED METHODS. 6. NO FILL SHALL BE PLACED ON EXITING GROUND THAT HAS NOT BEEN CLEARED OF WEEDS. DEBRIS, TOPSOIL AND NO FILL SHALL BE PLACED ON EXITING GROUND THAT HAS NOT BEEN CLEARED OF WEEDS. DEBRIS, TOPSOIL AND OTHER DELETERIOUS MATERIAL. 7. MAXIMUM CUT AND FILL SLOPE = 2: 1 EXCEPT WHERE SPECIFICALLY APPROVED OTHERWISE. MAXIMUM CUT AND FILL SLOPE = 2: 1 EXCEPT WHERE SPECIFICALLY APPROVED OTHERWISE. 8. STABILITY CALCULATIONS WITH A FACTOR OF SAFETY OF AT LEAST ONE AND FIVE TENTHS (1.5) SHALL BE SUBMITTED STABILITY CALCULATIONS WITH A FACTOR OF SAFETY OF AT LEAST ONE AND FIVE TENTHS (1.5) SHALL BE SUBMITTED BY A SOILS ENGINEER TO THE PUBLIC WORKS DEPARTMENT. 9. PROVIDE A 5' WIDE BY 1' HIGH BERM OR EQUIVALENT ALONG THE TOP OF ALL FILL SLOPES OVER 5' HIGH. PROVIDE A 5' WIDE BY 1' HIGH BERM OR EQUIVALENT ALONG THE TOP OF ALL FILL SLOPES OVER 5' HIGH. 10. PROVIDE A BROW DITCH DESIGNED TO HANDLE 100 YR STORM FLOWS ALONG THE TOP OF CUT SLOPES. PROVIDE A BROW DITCH DESIGNED TO HANDLE 100 YR STORM FLOWS ALONG THE TOP OF CUT SLOPES. 11. MINIMUM BUILDING PAD AND DRAINAGE SWALE SLOPE SHALL BE 1% IF CUT OR FILL IS LESS THAN 10'. 2% IF CUT MINIMUM BUILDING PAD AND DRAINAGE SWALE SLOPE SHALL BE 1% IF CUT OR FILL IS LESS THAN 10'. 2% IF CUT OR FILL IS GREATER THAN 10'. DRAINAGE SWALES SHALL BE A MINIMUM OF 0.2' DEEP AND BE CONSTRUCTED A MINIMUM OF 2' FROM THE TOE OF CUT OR FILL SLOPES. 12. NO OBSTRUCTION OF FLOODPLAIN OR NATURAL WATER COURSES SHALL BE PERMITTED. NO OBSTRUCTION OF FLOODPLAIN OR NATURAL WATER COURSES SHALL BE PERMITTED. 13. ALL EXISTING DRAINAGE COURSES ON THE PROJECT SITE SHALL CONTINUE TO FUNCTION, ESPECIALLY DURING STORM ALL EXISTING DRAINAGE COURSES ON THE PROJECT SITE SHALL CONTINUE TO FUNCTION, ESPECIALLY DURING STORM CONDITIONS, PROTECTIVE MEASURES AND TEMPORARY DRAINAGE PROVISIONS MUST BE USED TO PROTECT ADJOINING PROPERTIES DURING GRADING OPERATIONS. 14. FINISH GRADE SHALL BE SLOPED AWAY FROM ALL EXTERIOR WALLS AT NOT LESS THAN 5% FOR A MINIMUM OF 10'.  FINISH GRADE SHALL BE SLOPED AWAY FROM ALL EXTERIOR WALLS AT NOT LESS THAN 5% FOR A MINIMUM OF 10'.  15. CUT AND FILL SLOPES EQUAL TO OR GREATER THAN 3’ IN VERTICAL HEIGHT SHALL BE PLANTED WITH GRASS OR CUT AND FILL SLOPES EQUAL TO OR GREATER THAN 3’ IN VERTICAL HEIGHT SHALL BE PLANTED WITH GRASS OR  IN VERTICAL HEIGHT SHALL BE PLANTED WITH GRASS OR GROUND COVER TO PROTECT THE SLOPE FROM EROSION AND INSTABILITY IN ACCORDANCE WITH CITY OF BEAUMONT REQUIREMENTS PRIOR TO FINAL GRADING INSPECTION 16. ALL SLOPES REQUIRED TO BE PLANTED SHALL BE PLANTED WITH APPROVED GROUND COVER AT 12" ON CENTER. ALL SLOPES REQUIRED TO BE PLANTED SHALL BE PLANTED WITH APPROVED GROUND COVER AT 12" ON CENTER. SLOPES EXCEEDING 15' IN VERTICAL HEIGHT SHALL BE PLANTED WITH APPROVED TREES SPACED NOT TO EXCEED 20' ON CENTER OR SHRUBS NOT TO EXCEED 10' OR A COMBINATION OF SHRUBS AND TREES NOT TO EXCEED 15' IN ADDITION TO A GRASS MIX GROUND COVER. SLOPES EQUAL TO OR GREATER THAN 4' IN VERTICAL HEIGHT SHALL BE PROVIDED WITH AN IN-GROUND IRRIGATION SYSTEM COMPLETE WITH AN APPROPRIATE BACKFLOW PREVENTION DEVICE PER CITY REQUIREMENTS. 17. IF STEEP SLOPING TERRAIN OCCURS UPON WHICH FILL IS TO BE PLACED. IT MUST BE CLEARED, KEYED, AND IF STEEP SLOPING TERRAIN OCCURS UPON WHICH FILL IS TO BE PLACED. IT MUST BE CLEARED, KEYED, AND BENCHED INTO FIRM NATURAL SOIL FOR FULL SUPPORT. PREPARATION SHALL BF APPROVED BY A SUITABLY QUALIFIED AND REGISTERED GEOTECHNICAL ENGINEER OR GEOLOGIST PRIOR TO PLACEMENT OF FILL MATERIAL. 18. ALL GRADING SHALL BE CONTINUOUSLY OBSERVED BY A COMPETENT SOILS ENGINEER WHO SHALL VERIFY THAT ALL ALL GRADING SHALL BE CONTINUOUSLY OBSERVED BY A COMPETENT SOILS ENGINEER WHO SHALL VERIFY THAT ALL FILL HAS BEEN PROPERLY PLACED AND WHO SHALL SUBMIT A FINAL COMPACTION REPORT FOR ALL FILLS OVER 1' DEEP. 19. A FINAL GEOTECHNICAL REPORT OF COMPLETION OF THE ROUGH GRADING, STATING SUBSTANTIAL CONFORMANCE WITH A FINAL GEOTECHNICAL REPORT OF COMPLETION OF THE ROUGH GRADING, STATING SUBSTANTIAL CONFORMANCE WITH THE APPROVED GRADING PLAN, SHALL BE SUBMITTED TO THE BUILDING AND SAFETY DEPARTMENT AND THE PUBLIC WORKS DEPARTMENT PRIOR TO REQUESTING INSPECTION AND ISSUANCE OF BUILDING PERMITS. CERTIFICATIONS SHALL INCLUDE LINE GRADES, ELEVATIONS, AND LOCATION OF CUT/FILL SLOPES. 20. A LAND SURVEYOR OR ENGINEER AUTHORIZED TO PRACTICE LAND SURVEYING SHALL   SUBMIT A PAD CERTIFICATION A LAND SURVEYOR OR ENGINEER AUTHORIZED TO PRACTICE LAND SURVEYING SHALL   SUBMIT A PAD CERTIFICATION FOR ALL PADS.  THE ELEVATION WITH RESPECT TO MEAN SEA LEVEL SHALL BE GIVEN. IF AN ELEVATION WITH RESPECT TO ADJACENT GROUND SURFACE IS REQUIRED, THE ACTUAL DISTANCE ABOVE THE ADJACENT GROUND SHALL BE GIVEN. 21. A GEOTECHNICAL ENGINEER OR GEOLOGIST SHALL SUBMIT TO THE BUILDING AND SAFETY  A GEOTECHNICAL ENGINEER OR GEOLOGIST SHALL SUBMIT TO THE BUILDING AND SAFETY  22. DEPARTMENT AND THE PUBLIC WORKS DEPARTMENT A FINAL GEOTECHNICAL REPORT OF COMPLETION OF FINAL DEPARTMENT AND THE PUBLIC WORKS DEPARTMENT A FINAL GEOTECHNICAL REPORT OF COMPLETION OF FINAL GRADING STATING SUBSTANTIAL CONFORMANCE WITH THE APPROVED PLANS FOR ALL GRADING DESIGNATED  AS  "ENGINEERED GRADING”. . 23. THE CONTRACTOR SHALL NOTIFY THE PUBLIC WORKS DEPARTMENT AT LEAST 24 HOURS IN ADVANCE REQUESTING THE CONTRACTOR SHALL NOTIFY THE PUBLIC WORKS DEPARTMENT AT LEAST 24 HOURS IN ADVANCE REQUESTING FINISH LOT GRADE AND DRAINAGE INSPECTION. THIS INSPECTION  MUST BE APPROVED PRIOR TO BUILDING PERMIT FINAL INSPECTION FOR EACH LOT. 24. ALL STORM DRAINS, CATCH BASINS, AND STORM WATER RUNOFF STRUCTURES WILL BE PROVIDED WITH ADEQUATE ALL STORM DRAINS, CATCH BASINS, AND STORM WATER RUNOFF STRUCTURES WILL BE PROVIDED WITH ADEQUATE CAPABILITIES TO FILTER AND RETAIN SEDIMENT, GRIT, OIL, AND GREASE TD PREVENT POLLUTION IN STORM WATER RUNOFF IN COMPLIANCE WITH THE CITY OF BEAUMONT'S BEST MANAGEMENT PRACTICES AND BEAUMONT’S DRAINAGE MASTER PLAN S DRAINAGE MASTER PLAN FOR STORMWATER AS WELL AS BEST MANAGEMENT PRACTICES IDENTIFIED IN THE CURRENT REPORT OF WASTE DISCHARGE FOR RIVERSIDE COUNTY PERMITTEES. 25. CONTRACTOR SHALL NOTIFY UNDERGROUND SERVICE ALERT TWO DAYS BEFORE DIGGING AT 8-1-1 AND THE CONTRACTOR SHALL NOTIFY UNDERGROUND SERVICE ALERT TWO DAYS BEFORE DIGGING AT 8-1-1 AND THE FOLLOWING UTILITY OR AGENCIES A MINIMUM OF TWO WORKING DAYS PRIOR TO COMMENCING ANY CONSTRUCTION OR GRADING: CITY OF BEAUMONT.....................................................(951) 769-8520 AT&T............................................................................(808) 892-0123  SOUTHERN CALIFORNIA GAS COMPANY........................(909) 335-7955 BEAUMONT CHERRY VALLEY WATER DISTRICT..............(951) 845-9581 SOUTHERN CALIFORNIA EDISON...................................(800) 409-2365 UNDERGROUND SERVICE ALERT...................................(800) 422-4133 26. TRENCHING FOR UTILITIES AND STRUCTURES IS NOT ALLOWED UNTIL A SOIL COMPACTION REPORT IS SUBMITTED TO TRENCHING FOR UTILITIES AND STRUCTURES IS NOT ALLOWED UNTIL A SOIL COMPACTION REPORT IS SUBMITTED TO AND APPROVED BY THE PUBLIC WORKS DEPARTMENT. 27. THE CONTRACTOR SHALL MAINTAIN ADJACENT STREETS IN A NEAT, SAFE, CLEAN AND SANITARY CONDITION AT ALL THE CONTRACTOR SHALL MAINTAIN ADJACENT STREETS IN A NEAT, SAFE, CLEAN AND SANITARY CONDITION AT ALL TIMES AND TO THE SATISFACTION OF THE CITY'S INSPECTOR. THE ADJACENT STREETS SHALL BE KEPT CLEAN OF SEDIMENT, DEBRIS AND OTHER NUISANCES AT ALL TIMES. THE DEVELOPER SHALL BE RESPONSIBLE FOR ANY CLEAN UP ON ADJACENT STREETS AFFECTED BY THE CONSTRUCTION.  28. ALL OPERATIONS CONDUCTED ON THE SITE OR ADJACENT THERETO SHALL ADHERE TO THE NOISE ORDINANCE SET ALL OPERATIONS CONDUCTED ON THE SITE OR ADJACENT THERETO SHALL ADHERE TO THE NOISE ORDINANCE SET FORTH BY THE CITY MUNICIPAL CODE. ALL OPERATIONS SHALL BE LIMITED BY THE NOISE ORDINANCE TO THE LIMIT OF DECIBELS SPECIFIED FOR THE AREA AND TIME PERIOD. CONSTRUCTION ACTIVITIES WILL BE LIMITED TO THE PERIOD BETWEEN 7:00 A.M. AND 6:00 P.M. MONDAY THROUGH FRIDAY. 29. ALL OFF-SITE HAUL ROUTES SHALL BE SUBMITTED BY THE CONTRACTOR TO THE CITY ENGINEER FOR APPROVAL TWO ALL OFF-SITE HAUL ROUTES SHALL BE SUBMITTED BY THE CONTRACTOR TO THE CITY ENGINEER FOR APPROVAL TWO FULL WORKING DAYS PRIOR TO BEGINNING OF WORK.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DEBRIS OR DAMAGE OCCURRING ALONG THE HAUL ROUTE OR ADJACENT STREETS AS A RESULT OF THE GRADING OPERATION. STREET IMPROVEMENT NOTES: 1. ALL WORK SHALL CONFORM TO THE REQUIREMENTS OF THE STANDARD SPECIFICATIONS FOR PUBLIC WORKS ALL WORK SHALL CONFORM TO THE REQUIREMENTS OF THE STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION, GREENBOOK, LATEST EDITION AND THE RIVERSIDE COUNTY TRANSPORTATION DEPARTMENT IMPROVEMENT STANDARDS AND SPECIFICATIONS, "LATEST EDITION," COUNTY ORDINANCE NO. 461 AND SUBSEQUENT AMENDMENTS. 2. CONTRACTOR SHALL COMPLY WITH THE STATE AND LOCAL SAFETY CODES DURING THE PROGRESS OF WORK. CONTRACTOR SHALL COMPLY WITH THE STATE AND LOCAL SAFETY CODES DURING THE PROGRESS OF WORK. 3. CONSTRUCTION PROJECTS THAT DISTURB MORE THAN ONE ACRE MUST OBTAIN A NATIONAL POLLUTANT DISCHARGE CONSTRUCTION PROJECTS THAT DISTURB MORE THAN ONE ACRE MUST OBTAIN A NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT. OWNER/DEVELOPERS ARE REQUIRED TO FILE A NOTICE OF INTENT (NOI) WITH THE STATE WATER RESOURCES CONTROL BOARD (SWRCB) AND COMPLY WITH ALL REQUIREMENTS OF THE BEAUMONT DRAINAGE MANAGEMENT PLAN. BEAUMONT IS CO-PERMITTEE WITH R.CF.C. & W.C.D. 4. CONTRACTOR SHALL MAINTAIN ADJACENT STREETS IN A NEAT, SAFE, CLEAN AND SANITARY CONDITION AT ALL TIMES CONTRACTOR SHALL MAINTAIN ADJACENT STREETS IN A NEAT, SAFE, CLEAN AND SANITARY CONDITION AT ALL TIMES AND TO THE SATISFACTION OF THE COUNTY'S OR DISTRICT'S INSPECTOR. THE ADJACENT STREETS SHALL BE KEPT CLEAN OF DEBRIS, WITH DUST AND OTHER NUISANCE BEING CONTROLLED AT ALL TIMES. THE DEVELOPER SHALL BE RESPONSIBLE FOR ANY CLEAN UP ON ADJACENT STREETS AFFECTED BY HIS CONSTRUCTION. METHOD OF STREET CLEANING SHALL BE DRY SWEEPING OF ALL PAVED AREAS. 5. CONTRACTOR SHALL BE THE RESPONSIBILITY TO INSTALL AND MAINTAIN DURING CONSTRUCTION, REGULATORY GUIDE CONTRACTOR SHALL BE THE RESPONSIBILITY TO INSTALL AND MAINTAIN DURING CONSTRUCTION, REGULATORY GUIDE AND WARNING SIGNS WITHIN THE PROJECT LIMITS AND ITS SURROUNDINGS TO PROVIDE SAFE PASSAGE FOR THE TRAVELING PUBLIC AND WORKERS UNTIL THE FINAL COMPLETION AND ACCEPTANCE OF THE PROJECT BY THE CITY OF BEAUMONT. 6. CONTRACTOR SHALL BE RESPONSIBLE FOR THE CLEARING OF THE PROPOSED WORK AREA AND RELOCATION COSTS CONTRACTOR SHALL BE RESPONSIBLE FOR THE CLEARING OF THE PROPOSED WORK AREA AND RELOCATION COSTS OF ALL EXISTING UTILITIES. THIS INCLUDES UNDERGROUNDING OF EXISTING OVERHEAD LINES ALONG THE PROJECT FRONTAGE AS REQUIRED BY THE CONDITIONS OF APPROVAL. PERMITTEE MUST INFORM CITY OF CONSTRUCTION SCHEDULE AT LEAST 48 HOURS PRIOR TO BEGINNING OF CONSTRUCTION AT (951) 769-8520. 7. CONTRACTOR AGREES THAT HE/SHE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR THE JOB SITE CONTRACTOR AGREES THAT HE/SHE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR THE JOB SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT. INCLUDING SAFETY OF ALL PERSONS AND PROPERTY, THAT THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS AND THAT THE CONTRACTOR SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, CITY OF BEAUMONT, AND THE DEVELOPER'S ENGINEER, HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNERS OR THE DEVELOPER'S ENGINEER. 8. CONTRACTOR SHALL BE THE RESPONSIBILE TO OBTAIN AN ENCROACHMENT PERMIT FOR ALL WORK PERFORMED CONTRACTOR SHALL BE THE RESPONSIBILE TO OBTAIN AN ENCROACHMENT PERMIT FOR ALL WORK PERFORMED WITHIN PUBLIC RIGHT-OF-WAY, DEDICATED AND ACCEPTED FOR PUBLIC USE; AND TO BE RESPONSIBLE FOR SATISFACTORY COMPLIANCE FOR ALL CURRENT ENVIRONMENTAL REGULATIONS DURING THE LIFE OF CONSTRUCTION ACTIVITIES FOR THIS PROJECT. 
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BENCHMARK: ELEVATIONS SHOWN ARE BASED ON THE NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88). DIFFERENTIAL LEVELS AND STATIC GPS OBSERVATIONS DETERMINED ELEVATIONS. THE NATIONAL GEODETIC SURVEY (NGS) DATASHEET ELEVATION AT THE NGS BENCHMARK WAS USED: STATION  NGS POINT ID  ELEVATION (FT)  NGS POINT ID  ELEVATION (FT)  ELEVATION (FT)  K1311  DX3472   2601.93 DX3472   2601.93 2601.93 DESCRIPTION: 3" BRASS DISK SET VERTICALLY IN THE WEST FACE OF I-10 OVERCROSSING OF PENNSYLVANIA AVE., 36' EAST OF THE AVENUE CENTERLINE, 1.7' NORTH OF THE SOUTH END OF THE WEST FACE, 3' ABOVE THE GROUND. 
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STREET IMPROVEMENT NOTES (CONTINUED): 9. CONTRACTOR MUST NOTIFY THE CITY OF BEAUMONT AT (951) 769-8520 AT LEAST ONE WEEK PRIOR TO CONTRACTOR MUST NOTIFY THE CITY OF BEAUMONT AT (951) 769-8520 AT LEAST ONE WEEK PRIOR TO CONSTRUCTION.  10. CONTRACTOR MUST PROVIDE CONSTRUCTION SCHEDULE TO THE CITY OF BEAUMONT AT LEAST 48 HOURS PRIOR TO CONTRACTOR MUST PROVIDE CONSTRUCTION SCHEDULE TO THE CITY OF BEAUMONT AT LEAST 48 HOURS PRIOR TO BEGINNING CONSTRUCTION. 11. CONTRACTOR MUST CALL UNDERGROUND SERVICE ALERT AT 811 AT LEAST 48 HOURS BEFORE EXCAVATION. CONTRACTOR MUST CALL UNDERGROUND SERVICE ALERT AT 811 AT LEAST 48 HOURS BEFORE EXCAVATION. 12. CONTRACTOR SHALL BE RESPONSIBLE TO APPLY TO THE RIVERSIDE COUNTY FLOOD CONTROL (RCFC) FOR PERMITS CONTRACTOR SHALL BE RESPONSIBLE TO APPLY TO THE RIVERSIDE COUNTY FLOOD CONTROL (RCFC) FOR PERMITS WHEN ANY STORM DRAIN PIPE NEEDS TO BE CONNECTED WITH A RCFC FACILITY AND ADD PERMITEE NUMBER ON THE PLAN. 13. CONTRACTOR SHALL BE RESPONSIBLE TO APPLY TO THE CALIFORNIA DEPARTMENT OF TRANSPORTATION (CALTRANS) CONTRACTOR SHALL BE RESPONSIBLE TO APPLY TO THE CALIFORNIA DEPARTMENT OF TRANSPORTATION (CALTRANS) FOR AN ENCROACHMENT PERMIT FOR ALL WORK PERFORMED WITHIN STATE RIGHT-0F-WAY. 14. CONTRACTOR SHALL BE THE RESPONSIBILITY TO INSTALL AND MAINTAIN ALL CONSTRUCTION, REGULATORY, GUIDE AND CONTRACTOR SHALL BE THE RESPONSIBILITY TO INSTALL AND MAINTAIN ALL CONSTRUCTION, REGULATORY, GUIDE AND WARNING SIGNS WITHIN THE PROJECT LIMITS AND ITS SURROUNDINGS TO PROVIDE SAFE PASSAGE FOR THE TRAVELING PUBLIC AND WORKERS UNTIL THE FINAL COMPLETION AND ACCEPTANCE OF THE PROJECT BY THE CITY. A TRAFFIC CONTROL PLAN MUST BE SUBMITTED WITH APPROVED STREET PLAN FOR REVIEW TO THE PERMITS SECTION OR INSPECTION SECTION (FOR MAP CASES) PRIOR TO OBTAINING AN ENCROACHMENT PERMIT. 15. CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION OF ADDITIONAL SIGNS AND MARKINGS NOT INCLUDED IN CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION OF ADDITIONAL SIGNS AND MARKINGS NOT INCLUDED IN THE SIGNING AND STRIPING PLAN WITHIN THE PROJECT AREAS, OR ON ROADWAYS ADJACENT TO THE PROJECT BOUNDARIES, UPON THE REQUEST OF THE DIRECTOR OF PUBLIC WORKS OR HIS DESIGNEE TO IMPROVE TRAFFIC SAFETY ON THE ROADS UNDER THE JURISDICTION OF THE DEVELOPER. 16. CONTRACTOR SHALL HAVE GEOTECHNICAL/SOILS ENGINEERING FIRM OBSERVE TRENCHING, BACKFILLING, & SOIL CONTRACTOR SHALL HAVE GEOTECHNICAL/SOILS ENGINEERING FIRM OBSERVE TRENCHING, BACKFILLING, & SOIL COMPACTION OF ALL UTILITY TRENCHES WITHIN ALL EASEMENTS & ROAD RIGHTS OF WAY. TWO SETS OF COMPACTION REPORTS CERTIFYING THAT WORKS WERE DONE IN CONFORMANCE TO STANDARDS & GEOTECHNICAL REPORT SHALL BE SUBMITTED AFTER EACH UTILITY TRENCH IS COMPLETED & CERTIFIED. COMPACTION REPORT MUST BE SUBMITTED TO THE DEPT. OF PUBLIC WORKS AT LEAST TWO WORKING DAYS BEFORE AGGREGATE BASE MATERIALS ARE PLACED ONSITE. 17. ALL UNDERGROUND FACILITIES, WITH LATERALS, SHALL BE IN PLACE PRIOR TO PAVING THE STREET SECTION ALL UNDERGROUND FACILITIES, WITH LATERALS, SHALL BE IN PLACE PRIOR TO PAVING THE STREET SECTION INCLUDING, BUT NOT LIMITED TO, THE FOLLOWING: SEWER, WATER, ELECTRIC, GAS AND STORM DRAIN. 18. ALL STREET SECTIONS ARE TENTATIVE. ADDITIONAL SOIL TESTS SHALL BE TAKEN AFTER ROUGH GRADING TO ALL STREET SECTIONS ARE TENTATIVE. ADDITIONAL SOIL TESTS SHALL BE TAKEN AFTER ROUGH GRADING TO DETERMINE THE EXACT STREET SECTION REQUIREMENTS. USE R.C.T.D. STANDARD NO. 401 IF EXPANSIVE SOILS ARE ENCOUNTERED. 19. ASPHALTIC EMULSION (FOG SEAL) SHALL BE APPLIED NOT LESS THAN FOURTEEN DAYS FOLLOWING PLACEMENT OF ASPHALTIC EMULSION (FOG SEAL) SHALL BE APPLIED NOT LESS THAN FOURTEEN DAYS FOLLOWING PLACEMENT OF THE ASPHALT SURFACING. FOG SEAL AND PAINT BINDER SHALL BE APPLIED AT A RATE OF 0.05 AND 0.03 GALLON PER SQUARE YARD RESPECTIVELY. ASPHALTIC EMULSION SHALL CONFORM TO SECTIONS 37, 39 AND 94 OF THE STATE STANDARD SPECIFICATIONS. 20. PRIME COAT IS REQUIRED PRIOR TO PAVING ALL GRADES IN EXCESS OF TEN PERCENT. PRIME COAT IS REQUIRED PRIOR TO PAVING ALL GRADES IN EXCESS OF TEN PERCENT. 21. ANY PRIVATE DRAINAGE FACILITIES SHOWN ON THESE PLANS ARE FOR INFORMATION ONLY. BY SIGNING THESE ANY PRIVATE DRAINAGE FACILITIES SHOWN ON THESE PLANS ARE FOR INFORMATION ONLY. BY SIGNING THESE IMPROVEMENT PLANS, NO REVIEW OR APPROVAL OF THESE PRIVATE FACILITIES ARE IMPLIED OR INTENDED BY CITY OF BEAUMONT PUBLIC WORKS DEPT. 22. THE CONTRACTOR SHALL INSTALL STREET NAME SIGNS CONFORMING TO R.C.T.D. STANDARD NO. 816. THE CONTRACTOR SHALL INSTALL STREET NAME SIGNS CONFORMING TO R.C.T.D. STANDARD NO. 816. 23. STREET LIGHTS SHALL BE INSTALLED IN ACCORDANCE WITH THE APPROVED STREET LIGHTING PLAN PER CITY OF STREET LIGHTS SHALL BE INSTALLED IN ACCORDANCE WITH THE APPROVED STREET LIGHTING PLAN PER CITY OF BEAUMONT'S APPROVED STREET LIGHTING SPECIFICATIONS. 24. INSTALL STREET TREES IN ACCORDANCE WITH ORDINANCE 461 AND THE COMPREHENSIVE LANDSCAPING GUIDELINES INSTALL STREET TREES IN ACCORDANCE WITH ORDINANCE 461 AND THE COMPREHENSIVE LANDSCAPING GUIDELINES (CHOOSE THREE SPECIES AND NAME THEM HERE). 25. FOR ALL DRIVEWAY RECONSTRUCTION BEYOND RIGHT-OF-WAY, PROOF OF DRIVEWAY OWNER NOTIFICATION IS FOR ALL DRIVEWAY RECONSTRUCTION BEYOND RIGHT-OF-WAY, PROOF OF DRIVEWAY OWNER NOTIFICATION IS REQUIRED PRIOR TO CONSTRUCTION. 26. CONTRACTOR SHALL BE RESPONSIBLE TO NOTIFY THE ENGINEER TO INSTALL STREET CENTERLINE MONUMENTS AS CONTRACTOR SHALL BE RESPONSIBLE TO NOTIFY THE ENGINEER TO INSTALL STREET CENTERLINE MONUMENTS AS REQUIRED BY RIVERSIDE COUNTY ORDINANCE N0. 461. IF CONSTRUCTION CENTERLINE DIFFERS, PROVIDE A TIE TO EXISTING CENTERLINE OF RIGHT-OF-WAY. PRIOR TO ROAD CONSTRUCTION, SURVEY MONUMENTS INCLUDING CENTERLINE MONUMENTS, TIE POINTS, PROPERTY CORNERS AND BENCH MARKS SHALL BE REFERENCED OUT AND CORNER RECORDS FILED WITH THE COUNTY SURVEYOR PURSUANT TO SECTION 8771 OF THE BUSINESS & PROFESSIONAL CODE. SURVEY POINTS DESTROYED DURING CONSTRUCTION SHALL BE RESET, AND A SECOND CORNER RECORD FILED FOR THOSE POINTS PRIOR TO COMPLETION AND ACCEPTANCE OF THE IMPROVEMENTS.

AutoCAD SHX Text
EARTHWORK QUANTITIES: DECLARATION OF RESPONSIBLE CHARGE: I HEREBY DECLARE THAT I AM THE ENGINEER OF WORK FOR THESE 95-PERCENT DESIGN LEVEL DRAWINGS, THAT I HAVE EXERCISED RESPONSIBLE CHARGE OVER THESE DESIGN OF THIS PROJECT TO DATE AS DEFINED IN SECTION 6703 OF THE BUSINESS AND PROFESSIONS CODE, AND THAT THE DESIGN IS CONSISTENT WITH CURRENT STANDARDS. I UNDERSTAND THAT THE CHECK OF THE PROJECT DRAWINGS AND SPECIFICATIONS BY CITY OF BEAUMONT IS CONFINED TO A REVIEW ONLY, AND DOES NOT RELIEVE ME, AS ENGINEER OF WORK, OF MY RESPONSIBILITIES FOR THE PROJECT'S DESIGN.  BENCHMARK BENCHMARK: ELEVATIONS SHOWN ARE BASED ON THE NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88). DIFFERENTIAL LEVELS AND STATIC GPS OBSERVATIONS DETERMINED ELEVATIONS. THE NATIONAL GEODETIC SURVEY (NGS) DATASHEET ELEVATION AT THE NGS BENCHMARK WAS USED: STATION   NGS POINT ID   ELEVATION (FT)  NGS POINT ID   ELEVATION (FT)  ELEVATION (FT)  K1311   DX3472    2601.93 DX3472    2601.93 2601.93 DESCRIPTION: 3" BRASS DISK SET VERTICALLY IN THE WEST FACE OF I-10 OVERCROSSING OF PENNSYLVANIA AVE., 36' EAST OF THE AVENUE CENTERLINE, 1.7' NORTH OF THE SOUTH END OF THE WEST FACE, 3' ABOVE THE GROUND.  BASIS OF BEARING THE BASIS OF BEARINGS FOR THIS SURVEY IS SHOWN HEREON ARE BASED ON THE BEARING OF SECOND STREET BEING NORTH 89°54'34"WEST PER TRACT 28017-1, M.B. 254/71-72, IN THE CITY OF BEAUMONT, COUNTY OF RIVERSIDE, STATE OF CALIFORNIA.  DATUM STATEMENT COORDINATES SHOWN ARE BASED ON THE CALIFORNIA COORDINATE SYSTEM (CCS83), ZONE VI, NAD83 (NSRS2007, EPOCH 2011.00). ALL DISTANCES ARE US SURVEY FOOT GRID DISTANCES, UNLESS OTHERWISE NOTED. TO OBTAIN GROUND DISTANCES, DIVIDE GRID DISTANCES SHOWN BY THE COMBINED FACTOR 0.999888832. NOTE: DISTANCES AND STATIONING FROM ROW MAPS FOR 1-10 WERE IN CCS 29 GRID, SAID DATA WAS CONVERTED TO GROUND BY DISTANCES AND STATIONING FROM ROW MAPS FOR 1-10 WERE IN CCS 29 GRID, SAID DATA WAS CONVERTED TO GROUND BY MULTIPLYING BY A CF OF 1.000117736 PER ROW MAP 49309-02 AND THEN CONVERTED TO NAD 83 BY USING THE CF STATED ABOVE. 
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SHEET INDEX:     SHEET 1: TITLE SHEET SHEET 2: CITY OF BEAUMONT NOTES SHEET 3: DETAIL SHEET SHEET 4: STREET PLAN AND PROFILE (STA 205+00 - 212+00) SHEET 5: STREET PLAN AND PROFILE (STA 212+00 - 220+65) SHEET 6: STREET PLAN AND PROFILE (STA 220+65 - 229+00) SHEET 7: STREET PLAN AND PROFILE (STA 229+00 - 230+00) SHEET 8: SIGNAGE AND STRIPING SHEET 9: CULVERT CROSSING (CULVERT A) SHEET 10: CULVERT CROSSING (CULVERT A) SHEET 11: CULVERT CROSSING (CULVERT C) SHEET 12: SECTION SHEET (STA 205+00 - 217+50) SHEET 13: SECTION SHEET (STA 218+00 - 228+50)
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STORM DRAIN NOTES: 1. CONTRACTOR SHALL CONSTRUCT THE DRAINAGE IMPROVEMENT SHOWN ON THE DRAWINGS IN CONFORMANCE WITH CONTRACTOR SHALL CONSTRUCT THE DRAINAGE IMPROVEMENT SHOWN ON THE DRAWINGS IN CONFORMANCE WITH THE REQUIREMENTS OF THE RIVERSIDE COUNTY FLOOD CONTROL AND WATER CONSERVATION DISTRICT DESIGN MANUAL STANDARD DRAWINGS, RECENT EDITION, THE SSPWC 'LATEST EDITION', AND IN CONFORMANCE WITH THE REQUIREMENTS OF THE BEAUMONT DRAINAGE MANAGEMENT PLAN. 2. CONTRACTOR SHALL COMPLY WITH THE STATE AND LOCAL SAFETY CODES DURING THE PROGRESS OF WORK. CONTRACTOR SHALL COMPLY WITH THE STATE AND LOCAL SAFETY CODES DURING THE PROGRESS OF WORK. 3. CONSTRUCTION PROJECTS THAT DISTURB MORE THAN ONE ACRE MUST OBTAIN A NATIONAL POLLUTANT DISCHARGE CONSTRUCTION PROJECTS THAT DISTURB MORE THAN ONE ACRE MUST OBTAIN A NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT. OWNER/DEVELOPERS ARE REQUIRED TO FILE A NOTICE OF INTENT (NOI) WITH THE STATE WATER RESOURCES CONTROL BOARD (SWRCB) AND COMPLY WITH ALL REQUIREMENTS OF THE BEAUMONT DRAINAGE MANAGEMENT PLAN. BEAUMONT IS CO-PERMITTEE WITH R.CF.C. & W.C.D. 4. ALL STORM DRAINS, CATCH BASINS, AND STORM WATER RUNOFF STRUCTURES WILL BE PROVIDED WITH ADEQUATE ALL STORM DRAINS, CATCH BASINS, AND STORM WATER RUNOFF STRUCTURES WILL BE PROVIDED WITH ADEQUATE CAPABILITIES TO FILTER AND RETAIN SEDIMENT AND DIRT, Of, AND GREASE, TO PREVENT POLLUTION IN STORM WATER RUNOFF IN COMPLIANCE WITH THE CITY OF BEAUMONT'S BEST MANAGEMENT PRACTICES AND THE BEAUMONT DRAINAGE MASTER PLAN FOR STORM WATER AS WELL AS BEST MANAGEMENT PRACTICES IDENTIFIED IN THE CURRENT REPORT OF WASTE DISCHARGE FOR RIVERSIDE COUNTY PERMITTEES. 5. CONTRACTOR SHALL MAINTAIN ADJACENT STREETS IN A NEAT, SAFE, CLEAN AND SANITARY CONDITION AT ALL TIMES CONTRACTOR SHALL MAINTAIN ADJACENT STREETS IN A NEAT, SAFE, CLEAN AND SANITARY CONDITION AT ALL TIMES AND TO THE SATISFACTION OF THE COUNTY'S OR DISTRICT'S INSPECTOR. THE ADJACENT STREETS SHALL BE KEPT CLEAN OF DEBRIS, WITH DUST AND OTHER NUISANCE BEING CONTROLLED AT ALL TIMES. THE DEVELOPER SHALL BE RESPONSIBLE FOR ANY CLEAN UP ON ADJACENT STREETS AFFECTED BY HIS CONSTRUCTION. METHOD OF STREET CLEANING SHALL BE DRY SWEEPING OF ALL PAVED AREAS. 6. CONTRACTOR SHALL BE THE RESPONSIBILITY TO INSTALL AND MAINTAIN DURING CONSTRUCTION, REGULATORY GUIDE CONTRACTOR SHALL BE THE RESPONSIBILITY TO INSTALL AND MAINTAIN DURING CONSTRUCTION, REGULATORY GUIDE AND WARNING SIGNS WITHIN THE PROJECT LIMITS AND ITS SURROUNDINGS TO PROVIDE SAFE PASSAGE FOR THE TRAVELING PUBLIC AND WORKERS UNTIL THE FINAL COMPLETION AND ACCEPTANCE OF THE PROJECT BY THE CITY OF BEAUMONT. 7. CONTRACTOR AGREES THAT HE/SHE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR THE JOB SITE CONTRACTOR AGREES THAT HE/SHE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR THE JOB SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT. INCLUDING SAFETY OF ALL PERSONS AND PROPERTY, THAT THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS AND THAT THE CONTRACTOR SHALL DEFEND, INDEMNIFY, AND HOLD THE OWNER, CITY OF BEAUMONT, AND THE DEVELOPER'S ENGINEER, HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNERS OR THE DEVELOPER'S ENGINEER. 8. CONTRACTOR SHALL BE THE RESPONSIBILE TO OBTAIN AN ENCROACHMENT PERMIT FOR ALL WORK PERFORMED CONTRACTOR SHALL BE THE RESPONSIBILE TO OBTAIN AN ENCROACHMENT PERMIT FOR ALL WORK PERFORMED WITHIN PUBLIC RIGHT-OF-WAY, DEDICATED AND ACCEPTED FOR PUBLIC USE; AND TO BE RESPONSIBLE FOR SATISFACTORY COMPLIANCE FOR ALL CURRENT ENVIRONMENTAL REGULATIONS DURING THE LIFE OF CONSTRUCTION ACTIVITIES FOR THIS PROJECT.  9. CONTRACTOR MUST NOTIFY THE CITY OF BEAUMONT AT (951) 769-8520 AT LEAST ONE WEEK PRIOR TO CONTRACTOR MUST NOTIFY THE CITY OF BEAUMONT AT (951) 769-8520 AT LEAST ONE WEEK PRIOR TO CONSTRUCTION.  10. CONTRACTOR MUST PROVIDE CONSTRUCTION SCHEDULE TO THE CITY OF BEAUMONT AT LEAST 48 HOURS PRIOR TO CONTRACTOR MUST PROVIDE CONSTRUCTION SCHEDULE TO THE CITY OF BEAUMONT AT LEAST 48 HOURS PRIOR TO BEGINNING CONSTRUCTION. 11. CONTRACTOR MUST CALL UNDERGROUND SERVICE ALERT AT 811 AT LEAST 48 HOURS BEFORE EXCAVATION. CONTRACTOR MUST CALL UNDERGROUND SERVICE ALERT AT 811 AT LEAST 48 HOURS BEFORE EXCAVATION. 12. CONTRACTOR IS REQUIRED TO CONTACT ALL UTILITY AGENCIES REGARDING TEMPORARY SUPPORT AND SHORING CONTRACTOR IS REQUIRED TO CONTACT ALL UTILITY AGENCIES REGARDING TEMPORARY SUPPORT AND SHORING REQUIREMENTS FOR THE VARIOUS UTILITIES SHOWN IN THE PLANS. 13. THE CONTRACTOR SHALL VERIFY, BY POT HOLING, THE LOCATION OF POTENTIALLY AFFECTED UTILITIES. THE CONTRACTOR SHALL VERIFY, BY POT HOLING, THE LOCATION OF POTENTIALLY AFFECTED UTILITIES. 14. CONTRACTOR SHALL HAVE GEOTECHNICAL/SOILS ENGINEERING FIRM OBSERVE TRENCHING, BACKFILLING, & SOIL CONTRACTOR SHALL HAVE GEOTECHNICAL/SOILS ENGINEERING FIRM OBSERVE TRENCHING, BACKFILLING, & SOIL COMPACTION OF ALL UTILITY TRENCHES WITHIN ALL EASEMENTS & ROAD RIGHTS OF WAY. TWO SETS OF COMPACTION REPORTS CERTIFYING THAT WORKS WERE DONE IN CONFORMANCE TO STANDARDS & GEOTECHNICAL REPORT SHALL BE SUBMITTED AFTER EACH UTILITY TRENCH IS COMPLETED & CERTIFIED. COMPACTION REPORT MUST BE SUBMITTED TO THE DEPT. OF PUBLIC WORKS AT LEAST TWO WORKING DAYS BEFORE AGGREGATE BASE MATERIALS ARE PLACED ONSITE. 15. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CLEARING OF THE PROPOSED WORK AREA AND RELOCATION THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CLEARING OF THE PROPOSED WORK AREA AND RELOCATION COSTS OF ALL EXISTING UTILITIES.  16. ELEVATIONS AND LOCATIONS OF UTILITIES SHOWN ARE APPROXIMATE UNLESS OTHERWISE NOTED. ALL UTILITIES ELEVATIONS AND LOCATIONS OF UTILITIES SHOWN ARE APPROXIMATE UNLESS OTHERWISE NOTED. ALL UTILITIES SHOWN ARE TO BE PROTECTED IN PLACE UNLESS OTHERWISE NOTED. 17. ALL ELEVATIONS SHOWN ARE TO THE INVERTS OF PIPE, EXCEPT WHERE OTHERWISE NOTED. ALL ELEVATIONS SHOWN ARE TO THE INVERTS OF PIPE, EXCEPT WHERE OTHERWISE NOTED. 18. STORM DRAIN PROFILES CONTAIN CALL--OUTS AND REFERENCE TO INTERSECTING STORM DRAIN LINES. STORM DRAIN PROFILES CONTAIN CALL--OUTS AND REFERENCE TO INTERSECTING STORM DRAIN LINES. INTERSECTIONS OF THESE JUNCTIONS ARE PROVIDED FOR REFERENCE ONLY. CONTRACTOR IS TO OBTAIN INVERT ELEVATIONS FROM THE RESPECTIVE PROFILE OF THE INTERSECTING PIPE. 19. ALL STATIONING REFERS TO THE CENTERLINE OF CONSTRUCTION UNLESS OTHERWISE NOTED.  ALL STATIONING REFERS TO THE CENTERLINE OF CONSTRUCTION UNLESS OTHERWISE NOTED.  20. STATIONING FOR LATERALS AND CONNECTOR PIPE REFER TO THE CENTERLINE--CENTERLINE--INTERSECTION STATION. STATIONING FOR LATERALS AND CONNECTOR PIPE REFER TO THE CENTERLINE--CENTERLINE--INTERSECTION STATION. 21. ALL PIPE LENGTHS ARE HORIZONTAL PROJECTIONS (NOT TRUE LENGTHS OF PIPE) AND ARE THE BASIS OF THE ALL PIPE LENGTHS ARE HORIZONTAL PROJECTIONS (NOT TRUE LENGTHS OF PIPE) AND ARE THE BASIS OF THE ESTIMATES OF QUANTITIES. THE CONTRACTOR SHALL DETERMINE THE TRUE QUANTITY OF PIPE REQUIRED FOR THIS PROJECT PRIOR TO PLACING THE ORDER. 22. ALL CROSS SECTIONS ARE TAKEN LOOKING UPSTREAM. ALL CROSS SECTIONS ARE TAKEN LOOKING UPSTREAM. 23. OPENINGS RESULTING FROM THE CUTTING OR PARTIAL REMOVAL OF EXISTING CULVERTS, PIPES OR SIMILAR OPENINGS RESULTING FROM THE CUTTING OR PARTIAL REMOVAL OF EXISTING CULVERTS, PIPES OR SIMILAR STRUCTURES TO BE ABANDONED SHALL BE SEALED WITH 6 INCHES OF CLASS “B” CONCRETE. B” CONCRETE.  CONCRETE. 24. PIPE CONNECTED TO THE MAINLINE PIPE SHALL CONFORM TO JUNCTION STRUCTURE NO. 4 (JS 229) UNLESS PIPE CONNECTED TO THE MAINLINE PIPE SHALL CONFORM TO JUNCTION STRUCTURE NO. 4 (JS 229) UNLESS OTHERWISE NOTED. 25. PIPE BEDDING SHALL CONFORM TO R.C.F.C. & W.C.D. STD. DWG. M 815 PIPE BEDDING SHALL CONFORM TO R.C.F.C. & W.C.D. STD. DWG. M 815 26. "V" IS THE DEPTH OF INLET AT THE CATCH BASINS MEASURED FROM THE TOP OF THE CURB TO THE INVERT OF "V" IS THE DEPTH OF INLET AT THE CATCH BASINS MEASURED FROM THE TOP OF THE CURB TO THE INVERT OF CONNECTOR PIPE. 27. HYDRAULIC GRADE LINES SHOWN IN PROFILES ARE FOR 100 YEAR FREQUENCY FLOWS, UNLESS OTHERWISE NOTED. HYDRAULIC GRADE LINES SHOWN IN PROFILES ARE FOR 100 YEAR FREQUENCY FLOWS, UNLESS OTHERWISE NOTED. 28. ALL BACKFILL AND BEDDING AROUND STRUCTURES AND PIPES SHALL BE COMPACTED TO NOT LESS THAN 90 ALL BACKFILL AND BEDDING AROUND STRUCTURES AND PIPES SHALL BE COMPACTED TO NOT LESS THAN 90 PERCENT RELATIVE COMPACTION EXCEPT WHERE SUCH MATERIAL IS PLACED UNDER EXISTING PAVED ROADWAYS. THE TOP 3 FEET, MEASURED FROM THE FINISH PAVING, SHALL BE COMPACTED TO 95 PERCENT RELATIVE COMPACTION. 29. CONTRACTOR SHALL DISPOSE OF ALL EXCESS EXCAVATED MATERIAL AT MANDATORY DISPOSAL SITE. CONTRACTOR SHALL DISPOSE OF ALL EXCESS EXCAVATED MATERIAL AT MANDATORY DISPOSAL SITE. 30. ALL CURBS, GUTTERS, SIDEWALKS, DRIVEWAYS, AND OTHER EXISTING IMPROVEMENTS TO BE RECONSTRUCTED IN KIND ALL CURBS, GUTTERS, SIDEWALKS, DRIVEWAYS, AND OTHER EXISTING IMPROVEMENTS TO BE RECONSTRUCTED IN KIND PER LATEST COUNTY STANDARD AND AT THE SAME ELEVATION AND LOCATION AS THE EXISTING IMPROVEMENTS UNLESS OTHERWISE NOTED. FOR PAVEMENT OVERLAY, 0.10' MIN. FOR FULL LANE WIDTH IS REQUIRED. 31. ALL UNDERGROUND FACILITIES WITH LATERALS SHALL BE IN PLACE PRIOR TO PAVING THE STREET, INCLUDING BUT ALL UNDERGROUND FACILITIES WITH LATERALS SHALL BE IN PLACE PRIOR TO PAVING THE STREET, INCLUDING BUT NOT LIMITED TO, THE FOLLOWING: SEWER, WATER, ELECTRIC, STORM DRAINS. 32. ALL SURVEY MONUMENTS SHALL BE REPLACED AS REQUIRED. MONUMENTS SHALL BE TIED OUT PRIOR TO ALL SURVEY MONUMENTS SHALL BE REPLACED AS REQUIRED. MONUMENTS SHALL BE TIED OUT PRIOR TO CONSTRUCTION AND REPLACED UPON COMPLETION OF CONSTRUCTION.
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